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This manual contains installation and servicing information for the HP 30055A Synchronous Single-Line Controller. The 
controller provides I/O capability between the HP 3000 Computer System and Bell System 201, 208, and 209 modulator/ 
demodulators (modems) or equivalent. Data transfer rates of up to 2,400 bits per second can be realized with Bell 201 modems , 
up to 4,800 bits per second with Bell 208 modems, and up to 9,600 bits per second with Bell 209 modems. 


This manual was written with the assumption that the reader has a thorough knowledge of the HP 3000 I/O system hardware 
and is familiar with binary synchronous communication techniques. 


This manual is organized as follows: 

a. Section I, General Information, describes the main features of the controller and explains briefly how it operates, describes 
how the controller is configured in the computer system, lists the equipment supplied with a controller, and tabulates 
controller specifications. 

b. Section II, Programming Information, provides reference information regarding the software operation of the HP 3000 
Computer System. Included is information regarding I/O programming, controller programming, and sample receive and 


transmit programs. 


c. Section III, Theory of Operation, contains information on the hardware operation of the controller PCA and associated 
modem. An overview of the I/O system is given as well as a block-level description of the controller PCA. 


d. Section IV, Maintenance, contains general servicing information. Included in this section is an alphabetical list of con- 
troller PCA signals, a wiring diagram of the controller to modem connecting cable, and a description of applicable 


maintenance aids. 


e. Section V, Installation, describes the installation of the controller PCA and interconnecting cable into an HP 3000 Com- 
puter System. 


This manual can be used with the related documentation listed below. 

HP 3000 Series II and Series III Computer Systems: 

e HP 3000 Series II/III Computer Systems Service Manual, part no. 30000-90018. 

e@ HP 3000 Series II Computer System Installation Manual, Models 5, 7, and 9, part no. 30000-90019. 
e@ HP 3000 Series II Computer System Installation Manual, Models 6 and 8, part no. 30000-90081. 

@ HP 3000 Series III Computer System Installation Manual, part no. 30000-90081. 

@ Synchronous Single-Line Controller Stand-Alone Diagnostics Manual (D434A and D434B), part no. 30055-90008. 
@ HP 3000 Computer Systems Engineering Diagrams Set, part no. 30000-90076. 

@ Data Communications Handbook, part no. 30000-90105. 

HP 3000 pre-Series If! Computer Systems: 

@ HP 3000 Detailed Diagrams Manual, detailed diagram DD-503, part no. 30055-90003. 


® Synchronous Single-Line Controller Stand-Alone Diagnostic Manual (D334), part no. 30055-90004. 


AUG 1978 v 


| | 


KH 
° 


Il. 


| CONTENTS | 


tion Page 


GENERAL INFORMATION 


2. EMC POCUCETOM | Sitiecasen eal oss Get ee “Sicha o-oo Welw ere hoe 1-1 
LZ General DESCrIDCI ON: «sxc Seco hers ech sendin Ei Kids es 1-1) 
i=3. PeaCULES: 245569648 Seb eee ees Cer e eee ee jee =] 
1-4. Operation s...s60% ee eee Sree eae ee ee aera are i=2 
1-5 IMPS rLaGe. £6 SYS CSM) 36 erase: abscess oa Sard Mea aval bee ee L=3 
1-6 EQUIDMERC: “SUP DL LEG ste t-d cout wehbe: 50h we 4.8 wae a ee 1-3 
L=7 SPECLEICEE PONG: * 6:6. 6 siti queers s wide Ces wie We Oe ele are ee 1-4 
PROGRAMMING INFORMATION 

2-16 THETPOGUCE LON: 44:4 S60 Ss 6 ed Swe ws Be So ee ree aes 2-1 
2~2 Genetart. INfOrMation: 2 <46 060 e dew eww SSAA wie eae eee 2-1 
2-35 P70. PROGE AMMEN. - aig sae Orb te cosa) canes eda are aww BSS eee 2=] 
2-4 1/0: INGEPUCEIONS 4434 eiewew ota oe care OSE a eee 2-2 
25% SMSK’ (Sé@t. Mask) InStruCtUion ss & scree be kid ae we ee eS 2-2 
2-6. STO. (Stare 170) ThStruction:. 246 54-s odes See es 2-3 
2-7. RIO: (Read 1/0) Insteuction. 2.4 .k43208644 54506 2-3 
2-8. WIO (Write I/O) Instruction ........c ccc ecces 2-3 
2-9. TiO (Pest. 1/0): PASERUCEIVON: iehuitste ce via b eer asad 2-4 
2-10. Cho (Control: 370). Instruct On: i 6eus eee seaweed 2-4 
2-1) 14 SIN (Set Interrupt) Instruction ............. 2-4 
2-12. Direct. Commands: <6.00s4s er ae eer SS OAR Ones See a 2-4 
2713. Se6t.- Mack ‘Command. ': cms werecee Oa Sd ie <i hoe SS eee wes 25 
2-14. TESt 1/0 COMMANG: wisiGias Sse 6 ew we eh ew GS wow 2-5 
2-15. Stare. 170 COMMANG: <6 Sare-50de ks ae wrasse oe S Ree 2-6 
2-16. Read “170 “COMMANC.. <6 dso Saree ee Soe ers OE ors be we le ae 2-6 
2-17. Write. 170: Command © 3:44:36 aw aoe Bae Se eee Saas 2-6 
2-18. CONCrOL. 7/0: COMMand- «63440459 44:6He400en eS a8 2-6 
2-19. Set: Interrupt: Command sate<ece.deies os eee sowie os 2-6 
2-205 Reset Interrupt Command ....ccccccvccsccceese 2-6 
2-21. TZO)-PROSram OLrdels cake ois Cad ote ok eae Se bees as 2-6 
2-22. COMEEOL - (OFde? .-4.2-0 seb esi ccs wed Serer rae wees 2-7 
2-23. WETECG SOLGG® tos escc ed cr arto ete 2.4 crw Seeds gre goal sas dcarteerhe s 2-7 
2-24. Read Ofder i.06«8e dees x ee ee ee ee ee eat er 
2-25. End Orde@?r 6 .s6s6 e646 COS Ss ee ae Sara S ise Seger. Zoo 
2-26. Jump Order ..... Riad evecmres Pe er ee eee Si-ave. 258 
2-27. BENSC OFGCL. Srsvprd gos wdwcere Gack Woe Sere Sow ele 6 ea ar Sales SS 2-9 
2-28. PHCEEYVUDE. OVO Sr iia Gre oie e aw as haere ea a es 2=9 
2-29. RECUR “RESIGUCG OLTde? 12s Nhe eee OSS wk 2-9 
2-30. CONREEOL. “WOLG:: 56a dere we ecwcee te 6 aera ace hee eae ew ee eee a 2-9 
2=31'. TO URES CC 6 64 a nls we wk wer ye-d SSE a Re earns oN 2-10 
2-32 Clear Interrupt and Receive Logic .......... 2-10 
27-33% IMEC UDE -COREROL “.s:6.5ic:005. 6 Gis 4a sr ecere eee ww Beek 2-10 
2-34. Receive/Transmit Channel Select .......cecace 2-10 
2=35, Receive and Transmit Baud RateS .....cwceeeee 2-10 
2-36. DatanPormet-and: CONVO): sccm ou ess 4 eee wee Se 27a 


CONTENTS (continued) 


2-37. Receive /Transmit Control ..cceecccccccccccas 2-14 
2-38. Associate Character and Function Control ... 2-15 
2-39. Sea tus. WOCG. <6 xpos ware vw ses a arava Ne 6G ole setae oH eee 2-17 
2-40. Data FPOrmats - <6 esse Oe eee Oe ee eee Bee BA ees 2-19 
Sealy. GEMESELUDES: 64.6 65 o uaiew- asin we eee aie a ere aed w wa eg ee eas 2-19 
2-422 “Data LEANSIGE eran eecs etre Us OS ba SOE aera oS ee es 2-21 
2-43. RECO AVE fide ele ih wiareek ae Saad eke Bae BR eee 2-21 
2-44. PEPSI Ce no:adsr si evisher ats) a Darcenmrieilenavetacaes ex gion eviews Ser gh Mase ede 2-22 


ITI. THEORY OF OPERATION 


Si EME COGUCELOM,. tase Yeaiecare cea a).oe 8 eee b-ebe 46-@ Bie tos eave ele eras A B= 1 
B= 2% System—Level DeESCriptioONn cssceceseeseseessceveses ae1 
37-3. PISTON Veco cease 28, ove) al ei orale. set a aan 6-8! Wa ol anel ouabain S aad 
3-4, CBU 1 iasresaocin te or “a dois 06 re st we taba healer el 41.8 Cae ake oc. oo weed 3=4, 
3-5. TORY 5:Gisgsiascge ve set shrew sw cs ws louie oar ao Sw ws vis emcee a Shere: BO 3-2 
3-6. Mut Ip exer “Channe d. - i: sos orae ee aerate auntie ieee Aoee se 3-2 
S=71% CONTVOLLGY. “PCA. i wave: wave oo) S245, d ea are es Boe a tater Bl areca ae 3-4 
S85 USCC: 5555. tace. eS ica. Soe oda aT whee ae aveOw ee ow wae) Ss a s25 
329 3 BLOCK=Leve lL. DESCrIPtlON wis 6S ewes eae eda ace awd 3-5 
3-10. BUS: LOG BC: 6 6 asso a: duies ela tas forgi WES Sev eric 05a ew 1 AUS oe ee or 3-5 
3-11% COREL OL, eis awiee Wee aw Se Wiaee Ase ee er Oe eee eh we Se ee 3=5 
iS oa a RECOUVE™ x isd ig Gerace eo ota eta wie wee, Sk are eee Se er area we 3=5 
3-1 35% Associate Character Detection .a~< ss-ssssesuues ws 3-6 
3-14. aS Co. aie ee A Ww ote Sloe eee Soa wa eee ee eae ese 3-7 
3=15% PNCOUE UE 42-se top be hase Sore ahs 6S Ge oie bse ee eS Sw BSR 3-8 
3-16. inter facing “Clr Cul CS) cscs Se eee ee wie Siw ee eres 3-9 
IV. MAINTENANCE : 
4-1 THE OGUGE LON: -6iscs\eue.1e aeons ewe: Ore aise acne I Shee ae jee 4-1 
4-2 Satety -Pr6CautiOns. s4%06 vide Mii See bwe kU R ee ewes 4-1 
4-3. IOP Bus/Mux Chan Bus Signal Information ......... 4-1 
4-4, Interconnecting Cable Signal Information ........ 4-4 
4-5. Required Servicing EQUIPMENE. 6 seses sneer eee ele 4-4 
4-6. Maintenance *AIdS. sdcvse Seca se: u So eee deters, Saree Bald 4-6 


V. INSTALLATION 


5-1. IMEPOGUCE LON: . 2:6 24.6 hes Sas ow eee re ae ate oleh a eee GE ate & 5-1 
5-2. Procedure er 27 eoeceoeeoeeneeee 5 1 


= a a cL 
| ILLUSTRATIONS | 


Page 


Synchronous Single-Line Controller ..........c0e0. teee, LEO 
Typical Interface To System For Synchronous Operation. 1-5 
Data POLRMOUS: iia we eres areas Sete om eaters athe vat ease Marea ieee 2320 
Progranming InfoOrmati ON. -s-5 é-ees ox ww: sae we sock ws me aN, 
SYStem BIOCK-DiLaGi ain. Ww ues-y 28S wie oo Ores eee bh Ok hse eee eeet OOO 
Detailed: BLOCK Diagram. t5.ds <4 ad dente eis ee He adereekine se eet 


Connector NUMberIN - cae dw cee asa ew aes 6b oa bee ae Sate 5 
HP 30055-60011 Cable and Test Connector Wiring 
DU AGU AM cscs ale aewcad bia. w cco st ete eee a elastase Ske) wre oe DRS ee eae 4-7 
HP 30055-60010 Cable “and Test Connector Wiring 
DIAGT AM - es 00Se ere w wi S-e08 ee Ce a ee ee ee ee ee ae eae here -. 4-8 
JUNDEP OCACLONS:, :s:5:.¥ saw tel esa Soee-gasiane we eta SiO See wack en eee S=3 


TABLES 


Title 


Mm NOD PB BD DO fo HH 


hm OV OT om WN Re dO FF 


e 


Page 
Programming Specifications .........cceeeeee ia wee Saeed 
Hardware Specifications ...........- Jee alee ae & aceck aaa ten LO 
Direct Commands: 4.5 <2sa85 iia ude Anca mt eee te Redken eedive ace ae 2=5 
Typical Data Format and Control Word ............6-.2.. 2-13 
Typical Receive/Transmit Control Word .........cceeee. 2-15 
Typical Associate Function Control Word ........... << 2716 
Typical I/O Program to Receive Synchronous Data ..... 2-23 
Typical I/O Program to Transmit Synchronous Data .... 2-25 
LOP/MUX CHAN BUS Signal: List 4d 66ew-bs ies oe bou cas ~ 4-2 


Vili APR 1979 


STANDARD 


INTERCONNECTING 
CABLE (30055-60011) 


FRONT OF 
CARD CAGE 


OPTION 001 
INTERCONNECTING 
CABLE (30055-60010) 


SYNCHRONOUS SINGLE-LINE 
CONTROLLER PCA 
(30055-60001) 


TO POWER 
SUPPLY 


TO MUX 
CHAN BUS P4 


(HIDDEN) 


7041-101 


Figure 1-l. Synchronous Single-Line Controller. 
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GENERAL INFORMATION 


+1 INTRODUCTION 


This section describes the functional and physical character- 
istics of the HP 30055A Synchronous Single-Line Controller as 
illustrated in figure 1-l. Related publications that may be 
required to service the controller are listed in the preface to 
this manual. 


+2. GENERAL DESCRIPTION 


The HP 30055A Synchronous Single-Line Controller (hereafter re- 
ferred to as "controller") provides the HP 3000 Computer System 
with binary synchronous data communication capabilities. 


The controller is capable of operating in two modes, synchronous 
and asynchronous. With synchronous communications, transmissions 
are IBM Bisync compatible and occur via modems. With asynchro- 
nous communications, transmissions are patterned after IBM Bisync 
(with stop and start bits added) and they occur over hardwired 
lines. The mode of operation is selectable by the use of dif- 
ferent cables; synchronous operation uses the standard 
30055-60011 interfacing cable while asynchronous hardwired opera- 
tion uses the special 30055-60010 interfacing cable (Option 001). 


+3. Features 

Important features of the controller are: 
* EIA RS-232-C compatible. 

* Programmable baud rate. 


* Programmable character length (from five to eight bits includ- 
ing parity). 


Associate character recognition capability (i.e., the capabii- 
ity of recognizing a particular character received from an 
external device and taking some specific action associated 
with that character). The associate character and the’ speci- 
fic action taken are programmable: up to four characters and 
their associated actions can be specified. A typical use of 
associate character recognition is to detect that a SYNC char- 
acter has been received from the external device.) 


The capability of controlling one synchronous device having up 
to four control and six sense lines. 
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* Data packing and unpacking capability (i.e., the capability of 
transferring two characters in one data word between the con- 
troller and the computer system memory. 


* Programmable parity type (1.e., odd or even). 
* Up to four masked interrupts permitted from the modem. 


* Synchronous or asynchronous (hardwired) operation selectable 
by changing the interconnecting cable. 


+4. Operation 


The controller provides an interface to EIA RS-232-C compatible 
devices. Control information and status requests are transmitted 
to the controller either directly from the CPU or via the multi- 
plexer channel. Data transfer is typically initiated and con- 
trolled through the multiplexer channel. 


A typical synchronous data input operation of the controller is 
as follows: 


a. The controller is tested via a direct TIO instruction to 
determine its availability. 


b. A direct SIO instruction is issued to the controller initi- 
ating execution of an I/O program. 


c. The I/O program initializes the controller with such informa- 
tion as baud rate, packing/unpacking, character length, and 
associate character (the first associate character is typi- 
cally "SYNC"). 


d. A read order in the I/O program enables the controller to 
begin receiving data from the external device. 


e. When data is received, each character iS compared with the 
associated character (i.e., SYNC). If characters other than 
SYNC are received, they are ignored. 


f. When the first SYNC character is detected, "character sync" 
is established. The I/O program, through execution of a con- 
trol order and another read order, then instructs the  con- 
troller to begin searching for an STX (Start text) or an SOH 
(start heading) associate character. 


g. When an SOH or STX character is detected, another read order 
causes subseguent characters to be transferred as data until 
an ETB (end block), ETX (end text), or ENQ associate charac- 
ter is detected. 


h. The next character received from the external device is’ the 
BCC (i.e., block check character. This character provides 
validity checking for the data just transferred. 


General Information 


i. The controller issues an interrupt reguest to the CPU, in- 
forming the software that the input data is ready to be 
processed. 


A typical data output operation of the controller is as follows: 


a. The controller is tested via a direct TIO instruction to 
determine its availability. 


b. A direct SIO instruction is issued to the controller initi- 
ating execution of an I/O program. 


c. The I/O program initializes the controller with such informa- 
tion as baud rate, packing/unpacking, and character length. 


d. A write order in the I/O program transmits four SYNC charac- 
ters to the external device. 


e. Another write order in the I/O program then transmits the 
data block (including control and check characters - supplied 
by the operating system) to the external device. 


f. Finally, the controller issues an interrupt request to the 
CPU, informing the system software that the data transmit 
Operation is completed. 


+5. INTERFACE TO SYSTEM 


The controller is installed in the same PCA module as the multi- 
plexer channel. The controller communicates with the multiplexer 
channel via the MUX CHAN BUS at connector P23, with the IOP via 
the IOP BUS at connectors Pl and P3, and with the modem or asyn- 
chronous repeater via a cable connection at connectors Jl and J2 
(see figure 1-2). 


+6. EQUIPMENT SUPPLIED 


The HP 30055A synchronous single-line controller consists of the 
following: 


a. One Synchronous Single-Line Controller PCA, part no. 
30055-60001. 


b. One controller-to-modem interconnecting cable assembly, part 
no. 30055-60011. 


c. One test connector assembly, part no. 30055-60009. 


d. One installation and service manual, part no. 30055-90001. 


tt 
| 
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+7. 


One Stand-Alone HP 30055A Diagnostic Operating Manual, part 
no. 30055-90004. This manual should be used if the control- 
ler is installed in a pre-Series II Computer System. If the 
controller is installed in a Series II or Series III Computer 
System, discard the manual with part no. 30055-90004 and use 
the Synchronous Single-Line Controller Stand-Alone Diagnostic 
Manual, part no. 30055-90008 (which is supplied with the com- 
puter system). 


If Option 001 is specified, one interconnecting cable assem- 


bly, part no. 30055-60010 is supplied in place of intercon- 
necting cable assembly, part no. 30055-60011. 


SPECIFICATIONS 


The specifications for the HP 30055A synchronous single-line con- 
troller are presented as follows: 


ae 


b. 


Programming specifications are listed in table 1-l. 


Hardware specifications are listed in table 1-2. 


Table 1-1. Programming Specifications 


Programming Methods I/O program under control of 
MUX CHAN and IOP or under 
direct control of CPU/IOP. 


I/O Program Initiation CPU SIO instruction. 


I/O Orders Executed Control 
Write 
Read 
End 
J ump 
Sense 
Interrupt 


Interrupts Generated Programmed 
Word Transfer Reguired 
Associate Character 
Recognition 
Status from modem 
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Figure 1-2. Typical Interface To System For Synchronous 
Operation. 
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Table 1-2. Hardware Specifications 


Part Number 
Dimensions 
+5V Supply Current Required 
Logic Levels: 
Logic 0 (low) 
Logic 1 (high) 


Environmental Requirements: 


Interfaces: 
IOP BUS 


MUX CHAN BUS 


Interconnecting Cable 


Data Paths 
From Remote Device 
to controller 
From Controller to 
CPU/IOP 


30055-60001 
Le S) De OX ES ase ins Se OT nes 


3.5 A 


+0.4V or less 
+2.4V or greater 


Same as CPU 


Data, command, control, 
status, and interrupt 
between controller and 
CPU/IOP 

Control between controller 
and multiplexer channel 
EIA RS-232-C interface 

to modem 


Bit Serial 


16-bit Parallel 


INFORMATION 
PROGRAMMING INFO 0 i | 


2-1 INTRODUCTION 


This section contains programming information pertaining tto the 
operation of the controller in the HP 3000 Computer System. 
Descriptions of the pertinent I/O instructions and programmed I/0 
orders are included as well as control word formats, status for- 
mats, and data formats. Also included is information regarding 
I/O programming for data transfer operations. 


2-2. GENERAL INFORMATION 


The controller permits bi-directional data transfer between an 
external device and the HP 3000 Computer System main memory. 
Controller operations are programmed through direct I/O instruc- 
tions and through programmed I/O orders. (Execution of I/0 
orders is initiated by the direct SIO instruction.) 


All control, data, and status information transferred between the 
computer system memory and the controller is via the IOP and MUX 
CHAN buses. Data is transferred between the controller and mem- 
ory in 16-bit words. Each word contains either one or two. char- 
acters with each character containing up to eight valid bits. 
The numbers of characters per word and bits per character are 
programmable. Data between the controller and the external de- 
vice is transferred synchronous or asynchronous, bit serial, 
with up to eight valid bits per character. 


23. 1/0 PROGRAMMING 


The HP 3000 Computer System controls the operation of an I/O de- 
vice and the associated data transfer by executing I/O instruc- 
tions to that device. These instructions cause the IOP to issue 
direct commands to the specified device controller. One of these 
commands, SIO, is used to initiate the execution of an I/0 pro- 
gram associated with that device controller. The I/O program, 
which is stored in memory, is generated prior to the execution of 
the SIO instruction. When the SIO instruction is received and 
acknowledged the multiplexer channel begins fetching and execut- 
ing the I/O program associated with the device. The I/O program, 
after initiation, runs independently of CPU operation. 


The I/O program for a particular device controller, consists of a 
number of I/O program doublewords. A doubleword contains’ such 
information as the order (specifying the operation to be per- 
formed), device controller dependent control words, and the count 
field and buffer address for data transfers. As part of the I/O 
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operation associated with a device controller, the device con- 
troller returns a 16-bit status word when directed. 


Figure 2-2 illustrates all pertinent programming word formats. 
2-4. 1/0 Instructions 


The HP 3000 Computer System has an instruction set of 170 machine 
instructions. Within this set is a subset of 11 instructions 
pertaining to I/0 and interrupt operations. Seven of these 
instructions can be used to control the operation of the synchro- 
nous single-line controller and the associated modem. They are: 
SMSK (Set Mask), SIO (Start I/0), RIO (Read I/O), WIO (Write 
I/O), TIO (Test I/0), CIO (Control I/0), and SIN (Set Interrupt). 


See figure 2-2 for the I/O instruction format. The following is 
a list of items common to all I/O instructions: 


a. Bits 0 through 7 specify the I/O group of instructions (i.e., 
subop code 03). 


b. Bits 8 through 11 specify the particular I/0 instruction 
within the I/O group of instructions. 


c. Bits 12 through 15 are defined as the "K" field. (The "kK" 
field is used to locate a device number within the stack.) 
The "K" field can contain any value from 0 to 15. The number 
in the "K" field, when subtracted from the Top of the Stack 
(TOS) address (S reg. minus "K" value) yields the address in 
the stack of the word containing the device number. For 
example, if the device number is stored in the second word 
from the TOS, the "K" value should be 0010 binary. 


d. If the desired I/O instruction is executed successfully, the 
condition code indicator in the CPU is set to CCE. 


e. If the specified controller is not ready to perform the 
desired I/O command, the conditian code indicator is set to 
CCG. 


f. If the specified controller does not respond to the desired 
I/O command, the condition code indicator is set to CCL. 


2-5. SMSK (SET MASK) INSTRUCTION. This instruction issues a 
mask word, located on the TOS, along with a Set Mask command to 
all device controllers and stores the new mask word in the CPU 
mask register. Each bit in the mask word corresponds to a group 
of device controllers (i.e., subsystems). A "1" bit sets’ the 
Mask FF(s), enabling the interrupt circuitry in the group of 
device controllers wired corresponding to that bit. A o*Q" “pit 
clears the Mask FF(s), disabling the interrupt circuitry in the 
corresponding group. If there is no response to the Set Mask 
command, the condition code indicator in the CPU is set to CCL. 
Otherwise, the condition code indicator is set to CCE. 


Programming Information 


NOTE 


The Mask FFs in all device controllers are set when 
an I/O Reset signal is issued (i.e., by operating 
the I/0 Reset switch on the auxiliary control panel. 


2-6. SIO (START I/O) INSTRUCTION. This instruction expects’ the 
absolute starting address of an I/O program (i.e., the I/O pro- 
gram pointer) to be on the TOS and a device number to be in the 
stack at S-K. The SIO instruction first issues a Test I/O com- 
mand to the device controller specified in the stack. The status 
from that device controller is then checked. If the device con- 
troller and associated device are ready then bit zero of the sta- 
tus word is a "1". If bit zero (i.e., SIO OK) is a "1", the TOS, 
containing the I/O program pointers, is stored in the first word 
location of the DRT associated with the device controller. A 
Start I/O command is then issued to the specified device 
controller. The device controller, in turn, signals the multi- 
plexer channel which begins fetching and executing the I/0 pro- 
gram on behalf of the specified device controller. When the CPU 
is informed by the multiplexer channel that the Start I/O command 
has been accepted, the CPU deletes the I/O program pointer from 
the TOS and sets the condition code indicator to CCE. 


If the device controller status word bit zero indicates that 
either the device or device controller is not ready (i.e., bit 
zero = "0"), the device controller status word is pushed onto the 
TOS and the condition code indicator is set to CCG. If the con- 
troller fails to respond to the Start I/O command, the TOS is 
unchanged (i.e., I/O program pointer still on TOS) and the condi- 
tion code indicator is set to CCL. 


2-7. RIO (READ 1/0) INSTRUCTION. This instruction expects a 


device number to be in the stack at S-K. The RIO instruction 
first checks the status of the device controller by issuing a 
Test I/O command to the device controller. If the device con- 
troller is ready (i.e., RIO/WIO OK = "1"), then a Read I/O com- 
mand is issued to the appropriate device controller. When the 
device controller receives the command, it returns a 16-bit data 
word to the CPU. This 16-bit data word is then pushed onto the 
TOS and the CPU condition code indicator is set to CCE. (Refer 
to paragraph 2-40 for a description of data word formats.) 


If the device controller is not ready (i.e., RIO/WIO OK = "O"), 
then the status word from the device controller is pushed onto 
the TOS and the condition code indicator is set to CCG. If the 
device controller fails to respond to the Test I/O command, the 
condition code indicator is set to CCL and the RIO instruction is 
aborted. 


2-8. WIO (WRITE I/O) INSTRUCTION. This instruction expects a 


data word to be on the TOS and a device number to be in the stack 
at S-K. (Refer to paragraph 2-40 for a description of data word 
formats.) The WIO instruction first checks the status of the 
device controller by issuing a Test I/O command to the device 
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controller. Tf the device controller is ready (i.e., RIO/WIO OK 
= "]1"), then a Write I/O command and the data word from the TOS 
are issued to the specified device controller. When the device 
controller receives the command and data word, the CPU deletes 
the TOS and sets the condition code indicator to CCE. 


If the device controller is not ready (i.e., RIO/WIO OK = "0Q"), 
then the status word from the device controller is pushed onto 
the TOS and the condition code indicator is set to CCG. If the 
device controller fails to respond to the Test I/O command, the 
ingtruction condition code indicator is set to CCL and the WIO 
instruction is aborted. 


2-9. TIO (TEST I/O) INSTRUCTION. This instruction causes a Test 


I/O command to be issued to the device controller specified by 
the device number at S-K. The status of the device is obtained 
and pushed into the TOS and the condition code indicator in the 
CPU is set to CCE. If the device controller fails to respond to 
the Test I/O command, the TOS remains unchanged and the condition 
code indicator is set to CCL. ‘ 


2-10. CIO (CONTROL 1/0) INSTRUCTION. This instruction causes a 


control word located on the TOS and a Control I/O command to be 
issued to the device controller specified by the device number at 
S-K. If the device controller acknowledges receiving the control 
word, the TOS is deleted and the condition code indicator in the 
CPU is set to CCE. If the device controller fails to respond, 
the condition code indicator is set to CCL. 


2-11. SIN (SET INTERRUPT) INSTRUCTION. This instruction causes 
a Set Interrupt command to be issued to the device controller 
specified by the device number at S-K. Provided that the inter- 
rupt circuitry in the device controller is enabled, an interrupt 
occurs. If the device controller fails to respond to the Set 
Interrupt command, the condition code indicator is set to CCL. 
Otherwise, the condition code indicator is set to CCE. 


2-12. Direct Commands 


There are eight direct commands which can be transmitted, via the 
IOP bus, to a device controller. They are: Set Mask, Test I/O, 
Start I/0, Read I/O, Write I/O, Control I/O, Set Interrupt, and 
Reset Interrupt. Refer to table 2-1 for IOP bus bit configura- 
tions of direct commands. 
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Table 2-1. Direct Commands 


| 
| 
| 
| DIRECT 
| 
| 


| | | | 

COMMA, iD | IOCMD | IOCMD | IOCMD | 

| 00 | 01 | 02 | 

SaaS SSeS ae See Saree eee Feta canon [eee eSSssS [SSSSeaSe= | 
| | | | | 
| Set Mask | 1 | 1 | 0 | 
a ed al ag eee eS [~-SSeeee = [=Se-===== | 
| | | | | 
| Test I/0 | 1 | 0 | i | 
eg a cl a aa ee (SSS=>ees= [Saree ee> (=== aee= | 
| | | | | 
| Start I/O | 0 | 1 0 | 
re rr rr nnn | --------- | --------- |---------| 
| | | | | 
| Read I/0 | 1 | a | 48 | 
| meee rrr rrr [Sosa aSe= SaaS j=SSeeS= | 
| | | | | 
| Write I/O | 0 | 1 | ly | 
a a a a Saar es [passes cid | 
| | | | | 
| Control I/0 | 0 | 0 ul | 
sn a a a a ga [SHereose= [S—SSe ae SaaS | 
| | | | | 
| Set Interrupt | 0 | 0 | 0 | 
ec enn gsm ec ar  a eae se a ae ata [poe ee==se | 
| | | | | 
| Reset Interrupt | 1 | 0 | 0 | 


re ete ee me ee re rm rem ee eee ee ee ee ts ee ee ee we ew wee re ee ew we ee ee ee es we ee we ae a ie ae ee 


2-13. SET MASK COMMAND. This command occurs when the CPU 
executes a SMSK instruction. The Set Mask command causes device 
controllers to set or clear their Mask FFs depending on the mask 
word configuration and the particular device controller group 
interrupt mask jumper configuration. If the bit selected by the 
device controller group interrupt mask jumper is a "1", the de- 
vice controller Mask FF sets. If the bit is a "0", the device 
controller Mask FF Clears. Setting the device controller Mask FF 
permits that device controller to issue interrupt requests to the 
CPU. Clearing the Mask FF prevents a device controller from 
issuing interrupt requests. 


2-14. TEST I/O COMMAND. This command occurs when the CPU 
executes either an SIO instruction, an RIO instruction, a WIO 
instruction, or a TIO instruction. The Test I/O command causes 
the selected device controller to gate its status word onto the 
IOP bus. In the case of a rejected SIO instruction, a rejected 
RIO instruction, a rejected WIO instruction, or a TIO instruc- 
tion, the status word is stored on the TOS in the CPU. 
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2-15. START I/O COMMAND. This command occurs when the CPU 
executes an SIO instruction to a device controller found to be 
ready to perform an I/O program (i.e., Test I/O command returned 


SIO OK status = "1"). The Start I/O command causes the selected 
device controller to issue an SIO signal to the multiplexer 
channel. This, in turn, initiates the execution of an I/O pro- 


gram associated with the device controller. As a result of the 
Start I/O command, bit zero of the device controller status word 
(i-e., SIO OK) is set to "0". This indicates that the device 
controller and associated multiplexer channels are busy executing 
an I/O program. 


2-16. READ I/O COMMAND. The Read I/O command occurs when the 
CPU executes a RIO instruction to a device controller found to be 
"ready" to perform a direct I/O operation (i.e., Test I/O command 
returned RIO/WIO OK status = "1"). The Read I/0 command causes 
the selected device controller to gate a data word onto the IOP 
bus. The data word is stored on the TOS in the CPU. 


2-17. WRITE I/O COMMAND. The Write I/O command occurs when the 
CPU executes a WIO instruction to a device controller found to be 
"ready" to perform a direct I/O operation (i.e., Test I/O command 
returned RIO/WIO OK status = "1"). The Write I/O command causes 
the selected device controller accept the data word on the IOP 
bus. The data word is from the TOS in the CPU. 


2-18. CONTROL I/O COMMAND. This command occurs when the CPU 
executes a CIO instruction. The Control I/O command causes the 
specified device controller to perform the action(s) specified by 
the associated 16-bit control word. The control word is_ sent 
from the TOS in the CPU via the IOP bus. Refer to paragraph 2-30 
for the control word formats associated with the single-line 
controller. 


2-19. SET INTERRUPT COMMAND. This command occurs when the CPU 
executes a SIN instruction. The Set Interrupt command sets the 
Interrupt Request FF in the specified device controller. If the 
device controller Mask FF is set, the device controller sends an 
interrupt request to the CPU. The Set Interrupt command also 
sets bit two of the device controller status word to a "1" (i.e., 
interrupt pending). 


2-20. RESET INTERRUPT COMMAND. This command occurs when the 
CPU executes an EXIT instruction associated with a particular 
device controller interrupt. The Reset Interrupt command clears 
the interrupt circuitry, except for the Mask FF, on that device 
controller. 


2-21. 1/0 Program Orders 


Execution of an I/O program is initiated when the CPU/IOP issues 
a direct Start I/O command to a device controller. An I/0 pro- 
gram consists of a number of I/0 program doublewords. The 
doublewords consist of an I/O command word (IOCW) and an I/O 
address word (IOAW). Contained in the IOCW is an I/O program 
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order. The order specifies the type of operation the device con- 
troller and/or multiplexer channel is to _ perform. There are 
seven orders which can be executed to a device controller. They 
are: Control, Write, Read, End, Jump, Sense, and Interrupt. See 
Figure 2-2 for the I/O program doubleword format for the seven 
orders. 


2-22. CONTROL ORDER. This order causes the mutiplexer channel 
to send bits 4:15 of the Control order IOCW and bits 0:15 of the 
IOAW to the device controller as control information. The con- 
trol information may specify an address, set up some type of 
transfer mode, or perform some other function on the device 
controller. Only the control word contained in the IOAW is used 
by this controller. Refer to paragraph 2-30 for the control word 
formats for the controller. 


2-23. WRITE ORDER. This order causes the multiplexer channel 
to transfer a block of data from memory to the device controller. 
The block length in words is specified in twos complement form by 
the word count (IOCW bits 4:15). The 12 bits of word count 
information provide for transfers of from one word (i.e., 4:15 = 
37777) to 4096 words (i.e., 4:15 = %0000). The absolute starting 
address of the data block in memory to be written is specified by 
the IOAW. (Refer to paragraph 2-40 for a description of data 
werd formats.) 


If bit zero of the Write order IOCW is a "1", then data chaining 
is specified. Data chaining means that the transfer caused by 
the data chained Write order and the next order in sequence 
(which must also be a Write and may be chained) are linked to- 
gether as a Single block transfer. Therefore, the counts of two 
Or more orders are combined to provide for transfers of greater 
than 4096 words (i.e., the limit imposed by the 12 bits of the 
Write order IOCW). As many Write orders as necessary can be 
chained together, but the last Write order in the series must not 
specify data chaining. The data addresses in memory specified by 
the IOAWS in a series of chained writes can specify non- 
contiguous location in memory (i.e., gather write). 


The device controller can prematurely terminate the block trans- 
fer by asserting the Device End signal to the multiplexer 
channel. Device End causes the multiplexer channel to_ stop 
transferring data associated with the current Write order, then 
Fetch the next I/O program doubleword in sequence. A Return 


Residue order can then be used to return the word count remaining 
when the Device End was asserted. 


2-24. READ ORDER. This order causes the multiplexer channel to 
transfer a block of data from the controller to memory. The 
block length in words is specified in twos complement form by the 
word count (IOCW bits 4:15). The 12 bits of word count informa- 
tion provide for transfers of from one word (i.e., 4:15 = $7777) 


to 4096 words (i.e., 4:15 = $%0000). The absolute starting 
address of the data storage location (i.e., data buffer) in mem- 
ory is specified by the IOAW. (Refer to paragraph 2-40 for a 
description of data word formats.) 


If bit zero of the Read order IOCW is a "1", then data chaining 
is specified. Data chaining means that the transfer caused by 
the data chained Read order and the next order in sequence (which 
must also be a Read and may be chained) are linked together as a 
Single block transfer. Therefore, the count of both (or all) 
orders is combined to provide for transfers of greater than 4096 
words (i.e., the limit imposed by the 12 bits of the Read order 
IOCW). As many Read orders aS necessary can be chained together, 
but the last Read order in the series must not specify data 
chaining. The data addresses in memory specified by the IOAWs in 
a series of chained Reads can specify non-continguous' locations 
in memory (i.e., Scatter read). 


The device controller can prematurely terminate the block trans- 
fer by asserting the Device End signal to the multiplexer 
channel. Device End is normally used by the controller as a 
function of associate character recognition. If programmed by 
the appropriate control word, the controller can be made to issue 
a device end signal when a pre-specified character is received 
from the external device. Device End causes the multiplexer 
channel to stop transferring data associated with the current 
Read order, then fetch the next I/O program doubleword in 
sequence. A subsequent Return Residue order can be used to re- 
turn the word count remaining when the Device End was asserted. 


2-25. END ORDER. This order causes the multiplexer channel to 
stop the fetching and the execution of I/O program orders. Three 
actions occur as a result of executing the End order: 1) The de- 
vice controller status word is obtained and stored in the End 
order IOAW location in memory; 2) If bit four of the IOCW is a 
"1", the device controller is ordered to interrupt the CPU; and 
3) Bit zero of the device controller status word is set to "1" 
(i.e., SIO OK). 


2-26. JUMP ORDER. The execution mode of this order depends on 
the state of bit four of the IOCW. If bit four is a "0", then an 
unconditional jump is specified and the address in the Jump order 
IOAW is used as the address of the next doubleword to be 
executed. 


If bit four is a "1", then a conditional jump is specified. This 
mode is used by the controller in conjunction with the associate 
character recognition feature. When programmed by the appropri- 
ate control word configuration, the controller will issue a jump 
Signal (when interrogated by the multiplexer channel during the 
DRT fetch sequence) if the specified associate character has been 
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received from the external device. If the associate character 
was detected then the address of the next order to be executed is 
taken from the Jump order IOAW location. If the jump condition 
(i.e., aSsociate character detected) was not met then the next 
Order to be executed is the one following the Jump order. 


2-27. SENSE ORDER. This order causes the multiplexer channel 
to obtain the device controller status word, then store the sta- 
tus word in the Sense order IOAW location in memory. 


2-28. INTERRUPT ORDER. This order causes’ the multiplexer 
channel to order the device controller to interrupt the CPU. If 
the device controller Mask FF is set, an interrupt request is 
sent to the CPU/IOP. I/0 program execution proceeeds with the 
next order in sequence. 


2-29. RETURN RESIDUE ORDER, This order causes the multiplexer 
channel to return the residue ccunt to the Return Residue order 
IOAW location in memory. The residue count is the count from the 
just-completed Read or Write order IOCW bits 4:15 minus the num- 


ber of words transferred by that order (i.e., no. of words 
expected but not received). The residue count is returned in 
twos complement form. The value can be from 4096 words (i.e., 


3170000) to 0 words (i.e., %00000.) 


2-30. Control Word 


Twelve separate control words are used to control the operation 
of the controller and associated modem. The control words each 
consist of 16 bits, the first four bits (bits 0:3) determine 
which of the 12 possible control words is being received, the 
remaining 12 bits (bits 4:15) determine the operation to be 
performed. 


The 12 possible control words are: 1) I/O Reset, 2) Clear Inter- 
rupt and Receive Logic Logic, 3) Interrupt Control, 4) Receive/ 
Transmit Channel Select, 5) Receive Baud Rate, 6) Transmit Baud 
Rate, 7) Data Format and Control, 8) Receive/Transmit Control, 
and 9-12) four Associate Character and Function Control control 
words. The Data Format and Control, Receive/ Transmit Control, 
and four Associate Character and Function Control control words 
can be transmitted to the controller between data characters. 
Care must be taken to ensure that a control word which acts on a 
data character (such aS an associate character) arrives at least 
1.5 microseconds before the data character is fully clocked into 
the controller receiver section. The remaining six control words 
should never be transmitted to the controller while data is being 
received or transmitted. 


Paragraphs 2-31 through 2-38 describe each of the 12 control word 
formats. Thse descriptions apply to the control word transmitted 
from the TOS during CPU execution of a CIO instruction as well as 
the control word transmitted as the IOAW portion of a control 
Order. Refer to figure 2-2 for the various control word formats. 
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2-31. 1/0 RESET. This control word initializes the 
controller logic circuitry. After this control word is issued, 
all control status bits are cleared (i.e., logic "0"). (The same 


function can be performed by operating the I/O RESET switch on 
the CPU auxilliary control panel.) Additionally, control line C3 
to the modem is asserted (i.e., Data Set Ready). 


2-32. CLEAR INTERRUPT AND RECEIVE LOGIC. The operation of 
this control word is similar to I/O RESET except that only the 
interrupt and receive logic circuits on the controller are 
cleared. Clearing the interrupt logic clears all of the circuits 
that can initiate an interrupt reguest and therefore clears’ the 
interrupt pending status bit (bit 2). 


The receive logic clearing initializes the controller receive 
section circuits and asa result clears status bits 1, 3, 5, 6, 
8, and 10. (Status word format is described in paragraph 2-39.) 


2-33. INTERRUPT CONTROL. This control word enables or disables 
the controllers ability to issue interrupts to the CPU and, also, 
can clear any pending interrupts. 


When an interrupt condition occurs, that condition is stored in 
the controller and conseguently, the interrupt pending status bit 
is set (bit 2). If bit 4 of this control word is set, the inter- 
rupt condition is permitted to issue an interrupt request to the 
CPU (provided that the Mask FF is set). If interrupts are dis- 
abled (i.e., bit four = "0") then no interrupt can occur until 
the interrupt circuitry is enabled. If bit 5 of the control word 
is set, then any pending interrupts are cleared (clearing the 
interrupt pending status bit). 


= 


2-34. RECEIVE/TRANSMIT CHANNEL SELECT. Presently, only one 


channel is used. Therefore channel "0" is used and bits four 
through seven are always set to logic "0s". 


In addition to being controlled by this control word, the channel 
numbers are cleared to logic "0s" when an I/O RESET control word 
Or auxiliary control panel signal is received. 


2-35. RECEIVE AND TRANSMIT BAUD RATES. These control words’ set 
the receive and transmit baud rates. The receive and transmit 
baud rates are set, and function, independently. The range of 
baud rates is from 75 bits per second to 96,000 bits per second 
and is determined by configurating bits 4:15 of the control word. 


A table included in figure 2-2 lists the most commonly used baud 
rates and the corresponding control word configuration. The 
following is a method for determining baud rate configurations 
for baud rates not included in the table. With certain baud 
rates, a precise baud rate configuration cannot always be 
calculated. The configuration may contain an error. If the per- 
cent error is less than 1.4%, then the baud rate configuration is 
acceptable to most systems. 
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To determine the error in calculating a baud rate and to calcu- 
late the control word configuration do the following. 


is 


The percentage error is calculated using the following 
method: 


1.92 x 10 


I(intermediate calculation = ------------ 
desired baud rate 


then 


(I(rounded off)-I) x 100 


For example, to determine the error in calculating the con- 
figuration for 1050 bits per second proceed as follows: 


1.92 x 10 “5 
= SSeS ee = 182.76 
LOS: 10.73 
I(rounded off) = 183 
(183.00-182.76) x 100 
L{(GLrr Or) <S Sasa Se= Ss Seaes2S5 = 0.13% 
182.76 


0.13% is within the allowable 1.4% error margin. 


When the calculated baud rate error is determined to be less 
than the allowable 1.4%, the intermediate calculated baud 


rate I from step 1:'is used to determine the configuration of 


bits 4:15 as follows: 
F(final calculation) = a. Binary eguivalent of I 


b. One’s complement of binary 
eguivalent of I. 


c. Most significant bit on right 
(i.e., bit 15 of control word). 


For example, to determine the control word configuration for 
1050 bits per second proceed as follows: 


a. Binary equivlent of I for 1050 = 00010110111 (control 
word requires 12 bits). 


b. Ones complement of binary equivalent of I = 000100101111. 


ee HO rk 


4 S) 6 7 8 ] 0 2 4 5 
| 0 0 oj 1 0 OF st: 0 1 ji 1 1 | 
= $457 


For synchronous data transfer (such aS when operating with BELL 
201, 208, or 209 type modems) the receive baud rate control word 
is needed. Also, the transmit baud rate control word is’ used 
only for devices that require a transmit clock (the BELL 201, 
208, or 209 modem supplies its own transmit clock). 


2-36. DATA FORMAT AND CONTROL. This control word sets up to 
eight data format options for the data transmitted between the 
controller and the external device: 


a. Echo (bit 4). If this bit is a "1", the incoming data from 
the external device is immediately sent back to the external 
device. Echo is controlled automatically by the controller, 
therefore there are no special programming considerations. 


b. Parity Sense (bit 5). This bit determines the type of parity 
used by both the receive and transmit sections. Pe a sd 
odd parity is used, if a "0", even parity is used. 


c. Transmit Unpack (bit 6). If this bit is a "1", then the data 
word received from the IOP is assumed to contain two charac- 
ters and the two characters are transmitted to the external 
device (data word bits 0:7 transmitted followed by data word 
bits 8:15). If bit six is a "0" then only data word bits 
8:15 are considered data. The actual number of bits’ trans- 
mMitted is dependent upon the specified character length (see 
figure 2-2). 


d. Transmit Parity (bit 7). If this bit is a "1", a parity bit 
is inserted into the transmitted data code after the last 
data bit (regardless of the length of the character). Parity 
type depends on parity sense (bit 5). 


e. Receive Pack (bit 8). If this bit is a "1" then two incoming 
data characters are packed into one data word for transfer to 
the IOP. The first character received is placed into bits 
0:7, the second character received is placed into bits 8:15. 
The actual number of data bits in a character is determined 
by the specified character length. 


£. Parity Interrupt Receive (bit 9). If this bit is a "1", then 


any parity error on received data will generate an internal 
interrupt request. 
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g. Mask Bit 8 (bit 10). If bit 10 is a "1", then the received 
data character bit 8 is transmitted to the IOP as a logic 
ro" “ 


h. Character Length (bits 11:15, including parity bit if 
present). These bits select the length of the transmitted 
character. They do not include the start and stop bits for 
asynchronous mode. If two stop bits must be sent, then two 
character length bits are set to one. The second bit is set 
according to the length of the character plus one. 


Table 2-2 illustrates typical data format and control word 
configurations. 


Table 2-2. Typical Data Format and Control Word 


Typical control word: 


| | 
| | 
| | 
| | 
| | 
| | 
| | 
| Oo | 0 1 0 | O 1 1-4 1 | 0 0 | | 
| | | | = | 
| | | | | | | | | | | [| 
| Echo----------- / | | | | | | | | | | | | 
| Parity Sense---/ | | | | | | | | | | | 
| Transmit Unpack/ | | | | | | | | | | 
| | | | | | | | | | | 
| Error Checking Type:  ----- See | | | | | | 
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. VRC/CRC-16 | o | ! |ol]oll | ! | | | 
Bese ||) soheaesee | | | 
| CRC-12 1otijtotlot tl | | | | | 
RBS |; eee | | | | | | 
| | | | | | | | | | | 
| Transmit Parity--/ | | | | | | | | | 
| Receive Pack----- 7 | | | | | | | | 
| Parity Int Rec.--/ | | | | | | | 
| Mask Bit 8------- Ve | | | | | | 
| | | | | | | 
| eis rar alae ab ; 
| Character | 
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[ eeseees [Ses laeeS| See | aeea | eeee 
| Async EO. Shes sh ee oll a6 ih | Saeea eee | | 
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2-37. RECEIVE/TRANSMIT CONTROL. This control word is used _ to 


control data transmission between the controller and external 
device, transmit control information to the modem, and enable 
selectable interrupts from the modem. 


a. Blind Receive (bit 4). When this bit is a "1", data from the 
external device is prevented from entering the controller 
receive section (and, therefore, no associate character com- 
parison takes place). This can be used when operating with 
modems during line turnaround time. 


b. Disable Transmit (bit 5). When this bit is a "1", the con- 
troller transmit section operates normally, but no data is 
transmitted to the external device. During the time that 


transmit is disabled, the line to the modem is held ina 
"mark" condition. By using the disable transmit function, a 
controlled time delay can be inserted into an SIO program. 
The time delay can vary between one character time and. 
$10,000 character times. 


c. Transmit Interrupt Enable (bit 6). If this bit is a "1", the 
controller generates an interrupt (if the interrupt circuitry 
is enabled) to the IOP when the controller needs a data char- 
acter to transmit to the external device. 


d. Receive Interrupt Enable (bit 7). If this bit is a "1", the 
controller generates an interrupt to the IOP (if the inter- 
rupt circuitry is enabled) when a data word is ready to be 
transmitted to the IOP. 


e. Status Interrupt Enable (bits 8:11). Each bit in this por- 
tion of this control word corresponds to one of four status 
lines from the modem. If a bit is a "1" and the modem 
changes the state of the corresponding status line, the con- 
troller generates an interrupt to the IOP (if interrupt is 
enabled by the interrupt control word and Mask FF). 


f. Control to Device (bits 12:15). These bits can be used to 
transmit control information to the modem. 


NOTE 


The use of the status and control bits is dependent 
on the type of modem used. The actual configuration 
of the lines associated with these bits is a func- 
tion of the interconnecting cable assembly associ- 
ated with the external device. 


Table 2-3 illustrates typical receive/transmit control word 
configurations. 
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Table 2-3. Typical Receive/Transmit Control Word 


| Typical Control Word: | 


Blind Receiver/ 
Disable Transmit-—/ 


Direct I/O 


I/O Program 


Rec Int Enable-/ 
Xmit Int Enable----/ 
Status Interrupt: 


2-38. ASSOCIATE CHARACTER AND FUNCTION CONTROL. The controller 
has the ability to compare data being received from the external 
device with up to four pre-selected characters. If a character 
being received from the external device matches one of those 
characters, a controller function, also pre-selected, occurs. 
The controller functions are conditional jump, assert device end, 
interrupt, and disable service request. 


TO select a character for comparison and select an associated 
controller function, the desired character is entered into bits 
8:15 (right justified) and the desired function(s) is selected by 
setting the corresponding bit(s) toa "1" (bits 4:7). Addition- 
ally, if character length is less than eight bits, then the un- 
used bits (i.e., most significant) should be logic "0Q’%s" 
(synchronous) or "1’s" (asynchronous). 


For example, suppose it is desired to issue a device end signal 
to the multiplexer channel, disable further service request sig- 
nals, and issue an interrupt request to the CPU when an ASCII ETX 
(end of text) character is received from the external device, 
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then the control word would look as in table 2-4 (with the pos- 
sible exception of bits 2:3). 


Table 2-4. Typicai Associate Function Control Word 
(Synchronous Mode) 


| 

| | ASCII 
Function | | | | ETX Character | 
| | | | | 
Jump Cond------ / | | | | 
| | | 
Device End------ / | | | 
Interrupt------- / | | 
| 


| 

| 

| 

| 

| 

| 

| 

| 

| Associate | 
| 

| 

| 

| 

| 

| 

| Disable SR------ / 
| 


The specific actions taken by the controller for each selected 
function are as follows: 


a. Jump Conditionally (bit 4). If this bit is a "1" and _ the 
associated character is encountered during a Read order, a 
controller flip-flop sets, storing the fact that this condi- 
tion has been encountered. Then, the next time a conditional 
jump I/O order is executed, an I/O program jump will occur 
(refer to paragraph 2-26). The flip-flop storing the jump 
condition is cleared when the multiplexer channel executes a 
Jump order to the controller or when an I/O RESET signal 
occurs. 


b. Assert Device End (bit 5). If this bit is a "1" and _ the 
associated character is encountered during a Read order, then 
a device end signal is immediately issued to the mutliplexer 
channel, causing the channel to terminate the present read 
order. 


c. Interrupt (bit 6). If this bit is a "1" and the associated 
character is encountered during a Read order, then an inter- 
rupt request is issued to the IOP (provided that the inter- 
rupt circuitry is enabled). 


d. Disable Service Request (bit 7). SYNCHRONOUS: This function 
is generally used to detect the beginning of a transmission 
from an external device. Normally, at the beginning of an 
I/O program to receive data, a CLEAR INTERRUPT and RECEIVE 
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LOGIC control word is issued to the controller. CLEAR 
INTERRUPT and RECEIVE LOGIC disables any service request sig- 
nals to the multiplexer channel and puts the controller into 
the "hunt" mode (the "hunt" mode means that the controller 
will "hunt" for the character associated with the disable 
service request function but no data will be transferred to 
the IOP). Then an associate function control word is issued 
to the controller specifying an ASCII SYNC character and the 
disable service request function. A read order is’ then 
issued. At this point, the controller begins waiting for 
data from the external device. When a SYNC character is 
encountered and matched with the associate character, "char- 
acter sync" (i.e., the beginning of a block) is established, 
but no service reguest signal is issued for the SYNC 
character. In fact, further SYNC characters will not gener- 
ate service reguest signals. However, the first character 
that is not a SYNC character will generate a service request 
Signal as will all subsequent characters (with the exception 
of those associated with the disable SR function). 


ASYNCHRONOUS: When asserted and compared, this bit will 
disable a Service Request; to the HP 3000, it appears as if 
nothing has happened. This may be used in special cases 
where null characters are not wanted as entered data. 


2-39. Status Word 


A 16-bit status word is used to indicate to the software the 
operational state of a device controller. There are a number of 
instructions and orders that obtain the status word from a device 
controller. They are: TIO instruction, SIO instruction, RIO 
instruction, WIO instruction, End order, and Sense order. The 
storage location for the stats word is dependent on the reason 
for obtaining the word: 


a. If status is obtained because of a TIO instruction, then the 
Status word is pushed onto the top of the stack (TOS) in the 
CPU. 


b. If status is obtained because of either an SIO, RIO, or WIO 
instruction, the status word is stored in scratch pad 2 in 
the CPU. The CPU then checks bit zero of the status word if 
an SIO instruction is being executed, or bit one if an RIO or 
a WIO instruction is being executed. If the bit being 
checked is a "0", then the status word is pushed onto the TOS 
and the instruction is aborted. If the bit checked is a "1", 
then execution of the instruction continues. 


c. If status is obtained because of an End of Sense order, then 
the status word is stored in the IOAW location of that order. 


The status word format is illustrated in figure 2-2. The 
meanings of the status word bits are as follows: 
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SIO OK (bit 90. This bit when a "1" indicates the controller 
is ready to execute an I/O program (i.e., not presently exe- 
cuting an I/O program). 


RIO/WIO OK (bit 1). This bit when a "1" indicates that 
either the receive section or the transmit section of the 
contrcller is free to execute the aprropriate function. Bits 
three and four of the status word must then be checked to 
determine if the desired function (i.e., read or write) can 
be performed. If this bit is a "0", both the receive and 
transmit sections are busy and, therefore, it is not neces- 
Sary to check bits three end four. 


Interrupt Pending (bit 2). This bit when a "1", indicates 
that an interrupt will occur from the controller if the con- 
troller interrupt circuitry is enabled. 


Read OK (bit 3). This bit when a "1" indicates that the 
receive section of the controller is ready to perform a read 
operation. 


Write OK (Bit 4). This bit when a "1" indicates that the 
transmit section of the controller is ready to perform a 
write cperation. 


Byte (bit 5). This bit when a "1" indicates either that the 
controller is in the "receive pack" mode (refer to paragraph 
2-36) and only the first byte has been read (i.e., whole word 
not assembled) or the controller is not in the receive pack 
mode (i.e., only one byte per word transferred). 


Parity Error/Overrun (bit 6). This bit when a "1". indicates 
that either a parity error was detected on data being 
received from the external device or an "overrun" condition 
occurred. An overrun occurs if a data word was not trans- 
mitted tc the IOP before a new character is received from the 
external device. 


Transfer Error (bit 7). This bit if a "1" indicates that a 
transmission error has been detected by the IOP. 


Bit 8. SYNCHRONOUS: Not used, always a logic 0 4 
ASYNCHRONOUS: Break is asserted when a break Signal is 
detected at the receiver. The receiver detects the break by 
sensing a start bit and the absence of a stop bit. 


Associate Character Detect (bit 9). This bit when a "“"l" 
indicates that a character received from the external device 
Matches one of the associate characters stored by the con- 
troller (refer to paragraph 2-38). 


Device Status Lines S0-S5 (bits 10:15). These bits are 
asserted directly by the modem and their meanings are, there- 


fore modem dependent. (Modem status lines are configured by 
internal wiring of the interconnecting cable connector hood.) 
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Device status bits S0-S3 can be programmed to cause inter- 
rupts (refer to paragraph 2-37). 


2-40. Data Formats 


There are two basic data formats associated with the controller, 
packed and unpacked. With the packed data format, two data bytes 
(characters) are transferred in one data word, the most’ signifi- 
cant byte being in bits 0:7. With the unpacked data format, only 
One byte is transferred in a data word, the byte being in bits 
8:15. Data formats are illustrated in figure 2-l. Illustrated 
are the packed and unpacked formats as well as examples of data 
words containing characters other than the standard 8-bit ASCII 
Characters. 


2-41. INTERRUPTS 


The interrupt circuitry on the controller becomes enabled when a 
Set Mask command is issued, setting the controller Mask FF, and 
an interrupt control word is issued with bit four asserted (refer 
to paragraph 2-33). (The Mask FF is also set when an I/O RESET 
is received.) If the interrupt circuitry is enabled, the con- 
troller issues an interrupt request to the IOP if any of the 
following conditions occur: 


a. A SIN (set interrupt) instruction or an interrupt order is 
issued to the controller. 


b. A transfer error, receive parity error, or data overrun is 
detected. 


c. BREAK. (Asynchronous mode only). When BREAK is received, 
an interrupt will be generated. 


qd. A data character is received from the external device and 
receive interrupts have been enabled by receive/transmit con- 
trol word bit seven. 


e. The controller needs a data character for transfer to the 
external device and transmit interrupts have been enabled by 
receive/transmit control word bit six (refer to paragraph 


2-37) . 


f. A character is received that matches an associate character 
being stored by the controller and a function associated with 
that character is interrupt (refer to paragraph 2-38). 


g.- The state of a status line (i.e., S0-S3) that has been en- 


abled for interrupt by receive/transmit control word bits 
8:11 is changed by the modem (refer to paragraph 2-37). 
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COMPUTER DATA WORD FORMATS SERIAL CHARACTER FORMAT 
ooo + ---7¢@—™>@_————— reo a #4@AUT————. 


PPE eh ep rrr >|—o Feb EE EET 
SS SY §_-x" 


FIRST CHAR SECOND CHAR 


NOT PACKED 


Pls] felsfa}afa}i | 


PACKED 


Pye] sjs}at2 | 


FIRST CHAR SECOND CHAR 
NOT PACKED 


PACKED 


oo 


PACKED 
12 3 4 7 8 9 10 11 12 13 14 15 


FIRST CHAR SECOND CHAR 
NOT PACKED 


Fe od Be ed Ee 
—— , —_Y 


CHAR 


RITE THEN DON'T CARE 
EAD THEN LOGIC “0” 


Figure 2-1. Data Formats 
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2-42. DATA TRANSFER 


Data transfer is under control of the I/O driver associated with 
the controller and external device type. The driver uses CPU 
instructions to initialize the controller and I/O programs to 
control the actual transfer of data. Two sample I/O programs are 
described here, one for receiving data and one for transmitting 
data. Keep in mind that the controller PCA hardware must be con- 
Figured by installation of the appropriate interconnecting 
cable. 


2-43. Receive 


A typical I/O program to receive synchronous data is listed in 
table 2-5. The first part of the I/O program clears the control- 
ler receiver section, sends the transmit baud to the controller, 
sets the character length, sends control information to the 
modem, and puts the controller into the "hunt" mode. In the hunt 
mode, service reguest Signals and interrupt reguests are disabled 
until the character associated with the disable service reguest 
function is received from the external device. The hunt mode is 
initialized by a Reset Receiver control word, an ASCII "SYNC" 
associate character and disable service reguest associated func- 
tion, and a Read order. At this point, the controller compares 
incoming data from the external device with the associated "SYNC" 
Character. When a SYNC character is received, "character sync" 
is established, and further characters are handled as data. In 
the case of the sample I/0 program a Read of one word is 
specified. 


The next section of the sample receive program ensures that at 
least two "SYNC" characters are received from the external device 
before any other data is received (this ensures that a legitimate 
data block is being received). A "SYNC" associate character is 
again issued to the controller, this time associated with jump 
conditionally, disable service request, and device end functions. 
Then a Read order of one word is executed. If a character other 
than SYNC is received, the Read order terminates but the subse- 
quent Jump Conditional order fails and the I/O program returns to 
the beginning of the "hunt" mode. If a "SYNC" character is 
received, the controller issues a device end signal to the multi- 
plexer channel. ‘The next order executed is then a jump condi- 
tional, and because a "SYNC" character is read the jump condition 
is met. 


The next section of the I/O program prepares the controller to 
recognize the actual beginning of the data portion of the block 
being received from the external device. An associate character 
control word is issued with a "SYNC" character associated with 
the disable service request function (this causes further SYNC 
characters to be disregarded). Then two more associate character 
control words are issued to the controller: 1) an SOH (start of 
header) and 2) an STX character (start of text). These two 
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characters are associated with device end and conditional jump 
functions. Then if the next character is not a "SYNC" character 
and is either an SOH or STX character the I/O program begins the 
actual transfer of data. If the next character is not SYNC, SOH, 
or STX the data block is considered invalid and the I/O program 
terminates. 


Prior to the actual transfer of data to memory from the external 
device, the controller receives three more associate characters: 
1) ETB (end of block, associated with device end), 2) ETX (end of 
text, asscciated with device end), and 3) ENQ (associated with 
device end and conditional jump). A Read order specifying 500 
words to be transferred is executed. Data is transferred to mem- 
ory until one of the associated characters is received from _ the 
external device or 500 words have been transferred tc memory. If 
an ENQ character is received, the data block was terminated pre- 
mMaturely by the external device and the I/O program terminates 
immediately. Otherwise, when the ETB or ETX character is re- 
ceived, the Read order is terminated by the device end signal 
from the controller or the multiplexer channel. A return residue 
order is then executed to obain a ccunt of the actual number of 
words transferred. I/O program execution is then terminated by 
an End order (obtaining controller status and interrupting the 
CPUy-3 


2-44. Transmit 


A typical I/O program to transmit synchronous data is listed in 
table 2-6. The two control orders initialize the controller and 
transmit control inforamtion to the external device. The first 
write order transmits four SYNC characters to the external 
device. The first write order transmits four SYNC characters to 
the external device. The second write order transmits the actual 
data to the external device (including header characters -SOH or 
STX- and the block check character -BCC, all being supplied by 
software). Finally, an End order obtains controller status and 
interrupts the CPU. 
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Table 2-5. Typical I/O Program to Receive Synchronous Data 
* 


Item 


1. 


2. 


7. 


Items "1" through "7" ignore leading non SYNC characters and 
enabling the controller. logic 


Code (3%) 


040000 
017537 


040000 
023004 


040000 
030121 


040000 
110000 


040000 
042426 


077777 
Buf 1 


Order 


Control- 
Reset Receiver 


Control- 
Xmit Baud Rate 


Control- 


Data Format & Cont 


Control- 
Rec/Xmit Cont 


Control- 
Reset Receiver 


Control- 
Assoc. Char 


Read -One word 
Buffer Address 


detect the first SYNC character, 
for further data transfer. 


8. 


ll. 


12. 


13. 


040000 
046426 


07777 
Buf 2 
004000 


*43 


000000 
REED 


040000 
040426 


040000 
056001 


Control- 
Assoc. Char 


Read-One Word 
Buffer 2 Address 


Jump- Cond 


Jump- Uncond 


Control- 
Assoc. Char 


Control- 
Assoc. Char 


2a 
NO 
ey) 


Comment 


2400 Baud 


Xmit 


Odd Parity, 


Control to Modem 


SYNC = DEV END/DI 


Ignore non SYCN characters 


SYNC = 
DEV END 


Jump to item 12 i 
SYNC detected 


Jump to item 4 if 
SYNC not detected 
(restart "hunt") 


SYNC = 
further SYNCs) 


SOH = 
(enable search fo 
start of data) 


JMP COND/DIS SR/ 


DSI SR (ignore 


DEV END/COND JMP 


S SR 


f second 


second 


r 
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Table 2-5. 
(Continued) 
Item Code(%) Order 
1A. 040000 #£Control- 
066002 Assoc. Char 
15. 077777 Read- One word 
Buf 1 Buffer 3 address 
16. 004000 Jump- Cond 
*+3 
ay a 000000 Jump- Uncond 
*4+17 
Ls 040000 Control- 
023204 Data Fmt & Cont 


19. 


20. 


21. 


22. 


23 


040000 
052027 


040000 
062003 


040000 
076005 


077014 
Buf 4 


004000 
“45 


Control- 
Assoc. Char 


Control- 
Assoc. Char 


Control- 


Assoc. Char 


Read- 500 Words 
Buffer 4 address 


Jump- Cond 
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(i.e., SOH or STX), 


Typical I/O Program to Receive Synchronous Data 


Comment 


STX = DEV END/COND JMP 
(enable search for 
start of data) 


Jump to item 18 to start 
actual data transfer if 
SOH or STX detected 


Jump to item 26 to end 
I/O program if SYNC, SOH, 
or STX not detected 


Receive Pack 


Items "8" through "18" detect the second SYNC character, 
detect the header character 
the controller for packing the subsequent data. 


and enable 


ETB = DEV END (enable 
search for end of data) 


ETX = DEV END (enable 
search for end of data) 


ENQ = COND JMP/DEV END 
(enable search for 
premature block 
termination) 


1000 Characters 


Jump to item 26 to end 


I/O program if data block 
terminated prematurely by 


an ENQ character 


Table 2-5. 


Item Code(%) 


010000 
Residue 


077777 
Buf 5 


26. 034000 
Status 


The end order 


Buffer 
Buffer 
Buffer 
Buffer 
Buffer 
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Typical I/O Program to Receive Synchronous Data 
(Continued) 


Order — Comment 


Return Residue 
Obtain count of actual 
data read if normal block 
termination (i.e., ETB or 
ETX) 


Read- one word 
Buffer 5 Address Read the BCC (block check 
character) 


End- w/interrupt 
Interrupt CPU 


terminates the I/O program with the five 
buffers containing the following information: 


SYNC character 
SYNC character 
Header character (i.e., SOH or STX) 
Data (up to 1000 characters packed) 
BCC character 


Table 2-6. Typical I/O Program to Transmit Synchronous Data 


Code 


Ls 040000 
023204 


Ss 040000 
030125 


3 067776 
Buf 6 


4. O6xxXxXx 
Buf 7 


5 034000 
Status 


Order Comment 


Control- 

Data Fmt & Cont Odd parity, Xmit Unpack 
Control- 

Rec/Xmit Cont Control to modem 


Write- Two words 
Buffer 6 Address Transmits four SYNC 
characters 


Write- block length 
Buffer 7 Address Transmit data block to 
modem 


End- w/interrupt 


Interrupt CPU 
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secrion 
THEORY OF OPERATION 
om 


3-1. INTRODUCTION 


This section contains system-level and block-level descriptions 
of the HP 30055A Synchronous Single-Line Controller PCA. The 
system-level description briefly describes controller PCA opera- 
tion in relation to the HP 3000 Computer System. The block-level 
description separates the controller PCA into a number of func- 
tional logic groups then describes the operation of each group. 


3-2. SYSTEM-LEVEL DESCRIPTION 


The controller PCA is combined with a Bell System 201, 208, or 
209 modem (or equivalent) or to an asynchronous repeater to form 
a subsystem of the HP 3000 Computer System (see figure 3-1). The 
component parts of the computer system involved in the operation 
of the controller PCA and associated modem or asynchronous re- 
peater are: 


a. Memory. 

b. CPU (central processor unit). 

c. IOP (input/output processor). 

d. Multiplexer channel. 

e. Synchronous single-line controller. 
f. Modem or repeater. 

3-3. Memory 


Located in memory are four groups of information used in an I/O 
operation: 1) the software and programs that initiate an I/O 


Operation and check the outcome of that operation (i.e., the I/O 
driver), 2) the device reference table (DRT) that points the 
hardware to the I/O and interrupt programs (the I/O program con- 
tains I/O orders, the interrupt program contains CPU instruc- 
tions), 3) the I/O program that controls the operation of the 
controller PCA and modem and, 4) the buiifrer area used as the 
pickup and storage during data transfers between the external 


device and memory. 
3-4. CPU 


The CPU communicates with memory, through a port shared with the 
IOP, via the CTL DATA BUS. The CPU fetches, then executes, 
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instructions stored in memory. To implement an instruction, the 
CPU executes a number of microinstructions. It is the microin- 
structions that actually control the gates, flip-flops, register, 
etc. that comprise the CPU. The execution of I/O instructions 
causes microinstructions to be executed that control the opera- 


tion of the IOP. (Microinstructions are also used to handie 
interrupt conditions in the CPU.) 

3-5. IOP 

The IOP issues direct commands to device controllers as directed 
by the CPU microinstruction set. The IOP communicates with 


device controllers via the IOP BUS and wih memory through the 
port common with the CPU via the CTL DATA BUS. The IOP resolves 
priorities if more than one IOP BUS transfer is being attempted 
simultaneously and signals the CPU if any device controller is 
interrupting. If the CPU and the IOP attempt to communicate with 
memory at the same time, the IOP has priority over the CPU. 


3-6. Multiplexer Channel 


The multiplexer channel permits data transfers from up to 16 
devices tc be multiplexed over the IOP bus on a word-at-a-time 
basis. Operation of the multiplexer channel and therefore the 
controller PCA is under control of the I/O program stored in mem- 
ory associated with a specific device controller. 


Execution of the I/O program is initiated when the CPU encounters 
an SIO instruction and issues a direct SIO command through the 
IOP to the specified device cortroller. The device controller 
upon receipt of the SIO command signals the multiplexer channel 
to begin fetching and executing the I/O program words. The mul- 
tiplexer channel then signals the CPU that I/O program execution 
has been initiated leaving the CPU free to ccntinue processing. 
Next, the multiplexer channel directs the device controller to 
send the address of its DRT location in memory to the IOP. Using 
that address, the multiplexer channel fetches the I/O program 
pointer from the DRT first word. The I/O program pointer, that 
points to the next (initially the first) I/O program word to_ be 
executed, is temporarily stored in a register in the multiplexer 
channel. Also, the multiplexer channel increments the I/O pro- 
gram pointer by two then returns the pointer to the DRT first 
word (so the next DRT fetch will point to the next I/0 program 
Order tc be executed). 


The I/O program word specified by the I/O program pointer is then 
fetched and subsequently stored in a register in the multiplexer 
channel (the multiplexer channel contains 16 such registers, one 
for each possible device connected to a multiplexer channel). 
The order portion of this word (i.e., the IOCW) is decoded by the 
multiplexer channel and the appropriate control signals are sent 
to the device controller via the MUX CHAN BUS. The device con- 
troller acknowledge the control signal(s) by performing the 
appropriate action and issuing an acknowledge signal to the IOP 
(informing the IOP that the IOCW transfer is completed). Depend- 
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Figure 3-l. System Block Diagram 
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ing upon the specific order being executed a transfer to or from 
the IOAW location in memory is initiated. If a control order, a 
control word from the IOAW location is issued to the device con- 
troller along with the appropriate control signal. If a read or 
write order, the IOAW contains the address of the data buffer in 
memory. That address is stored in a register in the multiplexer 
channel (the multiplexer channel also contains one of these reg- 
isters for each of the 16 possible devices). If a sense or end 
order, the multiplexer channel orders the device controller to 
send its status word to the IOP. The status word is stored in 
the IOAW location in memory. If a jump order, the IOAW location 
contains the address of the next I/O order to be executed if the 
jump condition is met. That address is used as the I/O program 
pointer for the next DRT fetch (and as a result the jump address 
plus two is stored in the DRT first word). 


The sequence of obtaining the I/O program pointer from the DRT 
first word (i.e., DRT fetch) then using that address to fetch the 
I/O program words (i.e., IOCW fetch and IOAW fetch) occurs’ for 
each I/O program order in the I/O program. 


3-7. Controller PCA 


The controller PCA provides the means of converting commands, 
control signals, and control word resulting from the execution of 
I/O instructions or an I/O program into the signals necessary to 
control a modem. The controller PCA converts data between the 
16-bit parallel data from the computer systems and the bit-serial 
data reguired by the modem. Additionally, the controller PCA has 
the ability to compare characters being received from the exter- 
nal device with up to four pre-specified characters and take some 
related action if they match. 


The controller PCA is programmed through the use of 12. control 
words. These control words specify such things as the baud rate, 
character length, control signals to the modem, and characters to 
be checked against data received from the external device (i.e., 
associate character recognition). Data and control words are 
transferred between the controller PCA and the IOP via the IOP 
BUS. Control signals resulting from the execution of an I/O pro- 
gram are transmitted to the controller PCA via the MUX CHAN BUS. 
Control, status, and data signals are transferred between the 
controller PCA and the modem via the interconnecting cable. Cer- 
tain functions of the controller PCA are also programmed through 
internal jumpering of the interconnecting cable hood. 


Upon command, the controller PCA provides a 16-bit status word to 
the IOP. The status word indicates the internal state of the 
controller PCA as well as the states of status lines from the 
device. (The meanings of the status lines from the modem are 
dependent on the particular device and internal wiring of the 
interconnecting cable hood.) 
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3-8. Modem 


The modem converts digital signals from the controller PCA to 
analog signals for transmission to another modem. Conversely, 
when receiving from another modem the modem converts the analog 
Signals to the digital signals acceptable by the controller PCA. 
The modem provides a clock signal to the controller PCA as well 
as status information such as "ring indicator" (the modem is 
being called) and "carrier detect" (a modem is on the other’ end 
of the line). 


3-9. BLOCK-LEVEL DESCRIPTION 


The HP 30055A Synchronous Single-Line Controller consists of the 
seven interrelated functional logic groups shown in figure 3-1. 
These groups are: bus logic, control, receive associate charac- 
ter recognition, transmit, interrupt, and interfacing circuits. 
Figure 3-2 illustrates the functional logic groups at a more 
detailed level. 


3-10. Bus Logic 


The controller PCA bus logic is functionally identical to bus 
logic used by other HP 3000 controllers on the multiplexer 
channel. That is, the bus logic decodes the direct commands from 
the IOP and issues the appropriate responses to the IOP and the 
proper control signals to the controller PCA circuitry. Addi- 
tionally, the bus logic controls the application of signals from 
the MUX CHAN BUS to the controller PCA circuitry. The bus logic 
also contains circuitry to process interrupt reguests from the 
controller PCA interrupt logic, and controls the transfer of con- 
trol, data, and status between the IOP BUS and the controller PCA 
logic circuits. 


3-f. Control 


The control logic stores, and makes available to the remainder of 
the controller PCA logic and to the modem or asynchronous 
repeater, signals representing the various control word config- 
urations. When a control word is received as the result cf a CIO 
instruction or a control order, bits 0:3 of the control word are 
decoded by the control word address decoder. The result deter- 
Mines which of the various registers the control word bit config- 
urations is stored. (Refer to section II for meanings of the 
control word configurations.) 


3-12. Receive 


Functionally, the receive logic converts the bit-serial data 
received from the modem or asynchronous repeater into a 16-bit 
word to be transferred to the IOP. 


Theory of Operation 


Bit-serial data from a modem is input to the de-serializer. Data 
is clocked into the de-serializer by a receive clock from _ the 
external device. The number of sequential bits considered to be 
a Single character is determined by the character length speci- 
fied in the data format and control word. The data is converted 
into an eight-bit parallel character by the de-serializer. In 
asynchronous mode, the start and stop bits are stripped from 
the data. The read state counter (also clocked by the modem) 
issues various signals that control the timing of receive and 
associate character recognition logic. 


Initially, during synchronous mode, (i.e., after a CLEAR INTER- 
RUPT AND RECEIVER LOGIC control word or I/O reset is received) 
the controller PCA is in a "hunt" mode. Functionally, this means 
that no data will be transferred until a pre-specified character 
is received from the external device putting the controller in 
"character sync". Typically this character is an ASCII "SYNC" 
character and is specified by an associate character and function 
control word. In asynchronous mode, characters are "framed" by 
the reception of start and stop bits. The associated function 
(refer to paragraph 2-38) is disable service request. Additional 
data (other than SYNC characters will then be transferred by the 
controller PCA. (Additionally, any further characters associated 
with a disable service reguest function will not be transferred.) 


If “receive pack" is specified by the data format and _ control 
word, then the BYTE FF is toggled with each byte assembled by the 
deserializer. The state of the BYTE FF determines which’ eight- 
bit receive buffer register the newly assembled byte is stored. 
In this manner a 16-bit word is assembled from two eight-bit 
characters. The first character is stored in the register corre- 
sponding to the eight most significant bits of data word (i.e., 
bits 0:7), the second character is stored in the register that 
corresponds to the least significant eight-bits. If packing is 
not specified, then the BYTE FF does not toggle and the eight-bit 
character is stored in the least significant eight bits. The 
receive state counter then signals the bus logic that the data 
word is ready to be transferred to the IOP (by interrupting the 
CPU which subsequently issues an RIO instruction) or by a cur- 
rently pending read order. 


Additionally, the receive logic does the following: checks’ the 
parity of the incoming data according to bit five of the data 
format and control word; signals the interrupt circuitry if a 
data word is’ ready for transfer (this is typically used during 
direct I/O transfers only); and signals the interrupt circuitry 
if data has been lost due to an overrun condition. During 
asynchronous mode, it also detects break conditions. 


3-13. Associate Character Detection 
The associate character detection circuitry works in conjunction 


with the receive logic to compare data being received from an 
external device with characters stored on the controller PCA. 
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The comparison character and the associated function are stored 
in asscciative memories (also called content addressable mem- 
Ories, or CAMs) by an associate character and function control 
word (up to four comparison characters and associated functions 
are permitted). To determine if a character being received 
matches a character in the associative memory, that character is 
presented at the input to the associative memory along with a 
compare strobe (supplied by the receive state counter). If the 
character matches, the address line corresponding to the storage 
location of the associate character (i.e., 0:3) is asserted. The 
asserted line addresses another associative memory containing 
bits representing the associated function. The configuration on 
the output of this memory is strobed into a four-bit register by 
a signal from the receive state counter. 


The four possible associated functions are jump, assert device 
end, interrupt, and disable service request (a particular charac- 
ter can be associated with any or all functions as desired): 


a. Jump. If this function is specified, the associated 
character is matched with a character from the external 
device, and a conditional Jump order is issued to the con- 
troller PCA, a JMP MET signal is issued to the multiplexer 
channel during the next DRT fetch sequence. This results in 
multiplexer fetching and executing the order specified by the 
Jump order IOAW contents. 


b. Assert device end. If this function is specified and the 
associated character is received from the external device, a 
DEV END Signal is asserted to the muliplexer channel. This 
results in the current Read order being terminated after the 
present data word is transferred to the IOP. 


c. Interrupt. If this function is specified, the associated 
character matched with a character from the external device, 
and the controller PCA interrupt circuitry is enabled, an INT 
REQ signal is isued to the IOP. If the CPU is accepting 
external interupts, the CPU is interrupted. 


d. Disable service request. This function actually has two 
purposes. One is to put the controller PCA into "character 
sync" as described in paragraph 3-12 (synchronous mode only). 
The other function is to cause the controller PCA to ignore 
some specified character. 


3-4. Transmit 


Functionally, the transmit logic converts a 16-bit data word from 
the IOP into one or two bit-serial characters and transmits’ the 
characters to the modem or asynchronous repeater. 


Execution of a WIO instruction or awrite order loads a 16-bit 
data word from the IOP into the transmit buffers and activates 
the transmit logic. The transmit state counter, which is speci- 
fied by the data format and control control word, then the UNPACK 
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FF is toggled with each character to be transferred to _ the 


serializer. The first character to be serialized is taken from 
the transmit buffer corresponding to the most significant portion 
of the data word (i.e., bits 0:7). The second character to be 


serialized, or all characters if unpack mode is not specified, is 
taken from the buffer corresponding tc the least significant por- 
tion of the data word. 


The number of bits considered to be a single character by the 
Serializer is determined by the data format and control word. 
The serializer converts the character from the transmit buffer 
into a bit-serial data stream. After leaving the serializer 
during synchronous mode, a parity bit is appended to the bit 
stream, and data is encoded into the format required by the 
modem. (Both the serializer and the encoder flip-flops are  syn- 
chronized with a clock from the modem.) The bit-serial data from 
the encoder is then routed through the interfacing circuits to 
the modem. After leaving the serializer during asynchronous 
mode, start, stop, and parity bits are appended to the bit stream 
and the data is encoded into the reguired format. 


An additional function of the transmit logic, if specified by the 
data format and control control word, is to "echo" data back to 
an external device. This is accomplished by simply directing the 
incoming bit-sSerial data back to the modem. 


3-15. Interrupt 


Functionally, the interrupt circuitry, when enabled by the appro- 
priate control words, monitors signals from the controller PCA 
and modem to determine if an interrupt is being requested. 


There are three main classes of interrupts associated with the 
ccntroller PCA: 


a. Data interrupt. A data interrupt request occurs if either 
an associate characer is detected and the associated function 
is interrupt; the controller PCA is writing, another data 
character is reguired, and transmit interrupts are enabled by 
the appropriate receive/transmit control word (this is typi- 
cally used for direct write I/O only); the controller PCA is 
reading, a word is ready for transfer tc the IOP, and receive 
interrupts are enabled by the appropriate receive/transmit 
control word (typically used for direct read I/O only); or, 
during asynchronous mode, when a break signal is detected 
at the receiver. 


b. Overrun/Parity Error. This interrupt request occurs if a 
data overrun occurred with data from the external device, a 
parity error was detected in the data from the external de- 
vice, Or a transmission error signal has been received from 
the multiplexer channel. 
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c. Status Interrupt. A status interrupt request occurs if a 
Status line from the device (as configured by the connector 
cable) changes states and that line is enabled for interrupts 
by the appropriate receive/transmit control word. 


If the interrupt circuitry requests an interrupt and the inter- 
rupt control circuitry in the bus logic is enabled (i.e., appro- 
priate interrupt control word received and Mask FF set) an INT 
REQ Signal is asserted to the IOP. If the CPU is accepting ex- 
ternal interrupts, CPU processing is interrupted and the CPU be- 
gins executing code asociated with the interrupt. 


3-16. Interfacing Circuits 


The interfacing circuits provide for interfacing the controller 
PCA TTL logic levels to the logic levels required by the device 
it will be connected to. The actual configuration of the inter- 
facing circuits is determined by internal jumpering of the inter- 
connecting cable connector hood. Refer to figure 4-2 for 
connection to EIA RS-232-C type synchronous devices and to figure 
4-3 for connection to hardwired devices. 
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4-1 INTRODUCTION 


This section contains the following service related information: 
a. Safety precautions. 

b. IOP BUS/MUX CHAN BUS signal information. 

c. Interconnecting cable signal information. 

d. A list of required servicing equipment. 


e. A list and description of maintenance aids. 


4-2. SAFETY PRECAUTIONS 


When the controller PCA is being installed, removed, or placed on 
an extender PCA, the computer system DC POWER switch must be set 
to the STANDBY position to remove power from the PCA connectors. 


When the controller PCA is being connected to a modem be sure 
that no power 1S present at the controller PCA connectors and 
that the modem power is off. 


Failure to observe the precautions may result in damage to the 
controller PCA or computer system components. 


4-3. 10P BUS/MUX CHAN BUS SIGNAL INFORMATION 


Table 4-1 lists the IOP BUS and MUX CHAN BUS’ signals associated 
with controller PCA operation. (See figure 1-1 for locations of 
controller PCA connectors and figure 4-1 for connector num- 
bering.) For alist of signals on a particular connector, refer 
to the detailed diagram set no. DD-510. The following informa- 
tion is provided in table 4-2: 


a. The signal mnemonic. 
b. The bus on which the signal is found. 


c. The connector and pin number through which the signal enters 
the controller PCA (i.e., CONN=connector). 


ad. A brief description of each signal. 
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Table 4-1. IOP/MUX CHAN BUS Signal List 


"BUS" LEGEND: 


IOP = IOP Bus 
MUX = Multiplexer Channel Bus 
PBB = Power Bus Backplane 


| 
| 
| 
| 
| 
| 
| 
| "CONN" LEGEND: 
| 
| 
| 
| 
| 
| 
| 
| 


P2 O7 

| | 

| | 

| | 

| |-- CONNECTOR PIN NO. 

|------- CONNECTOR NO. 
| pan nn rr re rn ern nn eee rea | 
| | 
| MNEMONIC BUS CONN DESCRIPTION | 
| pa rr re ee eras | 
| | 
| ACK SR MUX P207 Acknowledge Service Request | 
| | 
| CHAN ACK MUX P209 Channel acknowledge | 
| | 
| CHAN SO MUX P201 Channel service out | 
| | 
| DEV NO 00 IOP P308 Device no., bit 0 | 
| DEV NO Ol IOP P309 Device no., bit l | 
| DEV NO 02 IOP P3l1l Device no., bit 2 | 
| DEV NO 03 IOP P312 Device no., bit 3 | 
| DEV NO 04 IOP P314 Device no., bit 4 | 
| DEV NO 05 IOP P315 Device no., bit 5 | 
| DEV NO 06 TOP P317 Device no., bit 6 | 
| DEV NO O7 IOP P318 Device no., bit 7 | 
| | 
| DEV END MUX P205 Device end | 
| | 
| DEVNO DB MUX P211 Device number to data base | 
| | 
| IOCMD 00 IOP P304 I/O command, bit 0 | 
| IOCMD O01 IOP P305 I/O command, bit l | 
| IOCMD 02 IOP P305 I/O command, bit 2 | 
| | 
| IOD 00 IOP P320 I/O data, bit 0 | 
| IOD O1 IOP P321 I/O data, bit 1 | 
| IOD 02 IOP P323 I/O data, bit 2 | 
| IOD 03 IOP P324 I/O data, bit 3 | 
| IOD 04 IOP P326 I/O data, bit 4 | 
| IOD 05 IOP P327 I/O data, bit 5 | 
| IOD 06 IOP P329 I/O data, bit 6 | 
| IOD 07 IOP P330 I/O data, bit 7 | 


wm mee ee re ee ree me eee ee rm me cee ee te me ee mm ee re re ee ce es ee ee er re ee ce re ee ee ee ee 


Table 4-1. 


IORESET 

INT ACK 

INT POLL IN 
INT POLL OUT 
INT REQ 

JMP MET 

P CMD 1 

P CONT STB 


P READ STB 
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IOP/MUX CHAN BUS Signal List (Continued) 


P STATUS STROBE MUX 


REQ 
SI 


SIO ENABLE 


SO 


0p) 
vs) 
FPrRWO OAD USF WHE © 


170: data, bit..15 
I/O data, parity bit 


I/O reset 


Interrupt acknowledge 
Interupt poll in 
Interrupt poll out 
Interrupt reguest 


Jump condition met 
Programmed command 1 
Programmed control strobe 
Programmed read strobe 
Programmed write strobe 
Reguest for SIO initiation 
Service in 


Asserted when MUX CHAN 
present 


Service Out 


Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 
Service request line 


HRrFODYURDUBWHHO 
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Table 4-1. IOP/MUX CHAN BUS Signal List (Continued) 


[SP Ree Sees 4 sos S Ser SSS Sa ea ees ee ae ae eS ee Se See ree | 
| | 
| SR 12 MUX P227 Service reguest line 12 | 
| SR 13 MUX P226 Service request line 13 | 
| SR 14 MUX P225 Service request line 14 | 
| SR 15 MUX P224 Service request line 15 | 
| | 
| SET INT MUX P249 Set interrupt | 
| | 
| SET JMP MUX P244 Set jump | 
| | 
| TOGGLE INXFER MUX P216 Toggle in transfer (FF) | 
| | 
| TOGGLE OUTXFER MUX P218 Toggle out transfer (FF) | 
| | 
| TOGGLE SIO OK MUX P219 Toggle SIO OK (FF) | 
| | 
| TOGGLE SR MUX P217 Toggle service reguest (FF) | 
| | 
| XFER ERROR MUX P221 Transfer error | 


4-4. INTERCONNECTING CABLE SIGNAL INFORMATION 


Figures 4-2 and 4-3 illustrate the wiring of the interconnecting 
cables and the internal wiring of the connector hoods. Also 
illustrated is the internal wiring of the test connector 
assembly. (Refer to paragraph 4-6 for a description of the test 
connector.) 


4-5. REQUIRED SERVICING EQUIPMENT 


The test connector assembly (supplied with the controller PCA) is 
required if the Stand-Alone HP 30055A Synchronous Single-Line 
Controller diagnostic is to be run. Other items that may prove 
helpful are: 


a. An extender PCA. 
b. A logic probe. 


c.. A--1o¢ic clip. 
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1OP AND POWER BUS MUX CHAN BUS IOP BUS 
bd xP 1 Le a a icone, ae 


PY P2 


CONTROLLER PCA 
COMPONENT SIDE 


J1 


TOP 246 ————————™ 50 246——__——— 50 2 
135 1 


BOTTOM 135 ———~——————~ 49 


TO MATING CONNECTORS NOT USED 
ON INTERCONNECTING CABLE 


INTERCONNECTING CABLE CONNECTOR 
PIA ASSEMBLY P1B 


Top Row  A1,A2,A3_ ———-———™ A2s Al, A2,A3 <«—————__——— 25 
BOTTOM ROW  B1,B2,B3 B25 61, B2,B3 <«—_———____= B25 


1312 321 


25 24 15 14 
DEVICE CONNECTOR 


2213-10 


Figure 4-1. Connector Numbering 


4-5 


4-6. MAINTENANCE AIDS 


A test connector assembly, part no. 30055-60009, is supplied with 
the controller PCA for diagnostic testing. This test connector 
assembly mates with connector P2 on the interconnecting cable 
assembly (see figures 1-1 and 4-1 for connection of the test 
connector to the interconnecting cable). The test connector 
assembly loops output signals back to the input signal lines’ and 
provides a means to test the operation of the controller PCA and 
the interconnecting cable assembly without the use of the exter- 
nal device. See figure 4-2 for internal wiring of the test 
connector. 


Three stand-alone diagnostic programs have been designed to test 
the controller PCA operation through use of the test connector. 
Diagnostics D434A and D434B are for use when the controller is 
installed in a Series II or Series III computer system. D434A 
verifies the basic HP 30055A controller while D434B verifies 
Optien 001 (asynchronous operation). The diagnostic manual with 
part number 30055-90008 explains how to run both of these pro- 
grams. An additicnal diagnostic, D334A, verifies the controller 
in a pre-Series II Computer System. To run this diagnostic, use 
the manual with part number 30055-90004. 


i> 
! 
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INTERCONNECTING CABLE ASSY 
(PART NO. 30055-60011) 


Pai 


CONTROLLER PCA INTERNAL WIRING CONTROLLER PCA INTERCONNECTING SIGNAL IN TEST CONNECTOR ASSY 
EDGE CONNECTORS OF CONNECTOR HOOD INTERFACING CIRCUITS CABLE EXTERNAL DEVICE (PART NO. 30055 60009) 
co J2-43 P1B-A22 PIA-B J1-18 51-14 P1A-B7 P2.14 ; 
(CONTROL eS Se hee p al ecg <— sBA wey 
WORD BIT 12) GRA (NEW SYNC} 
C1 37 P1B-A PIA. : : ‘ : . 
CONTROL BAIR ELBS B-A19 A-B6 J1-12 31-16 P1A-B8 P2.4 Scsith P24 ¢ 
WORD BIT 13) ORN (REQUEST 
TO SEND) 

J1-32 P1A-B16 PIA-A14 J1:27 J1-31 PIA-A16 P2.23 P2.23 
GROUND ~—— > FX WHT/YEL <—— cH = 
C3 J2-41 P1B-A21 P1A-AS J1-17 

J1-29 PIA-A15 P2.20 P2-20 
(CONTROL ; PIB-Al PIAA 31-15 <—co —_— 
WORD BIT 15) 235) eek WETRED (DATA TERMINAL 
READY} 

J2-46 P1B-B23 PIA-AI7 J1-33 51-45 P1A-A23 P2-24 P2.24 

CLK OUT = eS —- eX 4 
sd WHT/GRN 
rere 32-19 P1B-A10 P1A-B2 gins | J13 5 PIA-A2 P23 ¢ ah P2-3 c 
. >? C ? RED ‘ (RECEIVE DATA) 
J2-26 P1B-B13 PIA-B1 J12 J1-47 PIA-A24 P2.2 P2-2 
A > > »—_--—s SX 

DATA OUT aon — BA FX 


(TRANSMIT DATA} 
P1B-A23 


ENABLE OUTPUT as 
INTERNAL Jt? 
CRYSTAL CLOCK “> > 


(TO RECEIVE J1-50 
STATE COUNTER} 


(TO BAND 129 

RATE CNTR) ee > 
J2.44 

CLOCK HS ~- SS 
14 

RECEIVE CLOCK «#—“25 


P1A-B25 


P1B B22 


PIA-B21 PIA-A19 


31:37 31-48 > P1A-B24 P2-17 4 @ P2-17 é 17_ DO 
WHT/BRN pe 


(RECEIVE CLOCK) 


P1A-B13 


So J27 J1-26 J1-13 PIA-A7 P2.16 P2-16 16 SBB 
STATUS BIT 10) “> > eae <— ses aunt 


P1A-A10 2 cc 


uv 
a 
a 


51 52.5 J1.19 J16 PIAB3 P26 
(STATUS BIT 11) > > GRN <€ cc 


{(INTERLOCK) 


PIA A11 


$2 ase J1-21 J1-23 > P1A-A12 P2.22 4 ¢ P2.22 4 22 CE 
(STATUS BIT 12) WHT/ORN ie 


(RING 


INDICATOR) 

53 J2-2 4110 318 PIA-B4 P2-8 P28 8 CF 
«SS SX oF ——~ 

(STATUS BIT 13) vio (CARRIER 

DETECT) 
$4 J2-3 J1.9 J15 y P1A-A3 P25 Cé P25 5 CB 
(STATUS BIT 14) > YEL ee ¢ 

(CLEAR 

TO SEND) 


$5 Z J2-4 . \ P1B-B2 
(STATUS BIT 15) : 7 


P1B-B1 

(BUFFER EMPTY) —m—2385 BIg 
J2-49 P1B-A25 PIA-AG 124 P1A-B12 P2-15 

: 22495 PIBAZS __PIAAG SCL eee gr ee 

TRANSMIT CLOCK wnt DB 


(TRANSMIT 


CLOCK) 


7041-107 


Figure 4-2. HP 30055-60011 Cable and Test Connector Wiring 
Diadram 
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INTERCONNECTING CABLE ASSY 
{PART NO. 30055-60010) 


it 


CONTROLLER PCA INTERNAL WIRING CONTROLLER PCA INTERCONNECTING SIGNAL IN TEST CONNECTOR ASSY 
EDGE CONNECTORS OF CONNECTOR HOOD __ INTERFACING CIRCUITS CABLE EXTERNAL DEVICE (PART NO. 30055-60009) 
———— no NN 
co J2-43 P1B-A22 P1A-B9 J1-18 J1-14 P1A-B7 P2-19 P2-19 
{CONTROL eS > KX HK 804 —_— 
WORD BIT 12) GRAY 
C1 J2-37 P1B-A19 P1A-B6 J1-12 J1-16 P1A-B8 P2-4 P2-4 
(CONTROL > >- Ss s_ —-— KX Se A —— 
WORD BIT 13) ORN (REQUEST 
TO SEND) 
c2 J2-39 P1B-A20 PIA-AI4 31-27 J1-31 P1A-A16 P2.23 P2-23 
(CONTROL SS XK >" watonn NS —— 


WORD BIT 14) 


-41 P1B-A21 PIA-A9 J1-17 
C3 J2 B 


(CONTROL 


: PiA-A8 31-15 
WORD BIT 15) J2-35 P1B-A18 


~ 
ling 
i) 
5 


J1-29 5 P1A-A15 P2-20 d é 
WHT/BLK og 


(DATA TERMINAL 
READY) 


erate J2-19 P1B-A10 PIAB2 ¢ ¢ Jt4 « JB yy PIAAZ P2-3 P23 c 

>> C ? RED << (RECEIVE DATA) 

J2-26 P1B-B13 PIA-BI J12 51-47 PIA-A24 P22 P22 
DATA OUT eS > ——Ss-—-_—-——— Xe 2 — 

BRN (TRANSMIT DATA) 

12-45 P1B-A23 PIA-AS 419 JIS PIA-A3 P25 P2-5 

ENABLE OUTPUT <#————-> > £2 ne L28> Ett Ce —Y 
DUTED YEL (CLEAR 
INTERNAL Ju7 PIA-AG TO SEND} 
CRYSTAL CLOCK — > 
(TO RECEIVE J1-50 P1A-B25 
STATE COUNTER] 
(TO BAND wa—222.y > PIBAS 
RATE CNTR) 
44 P1B- 
CLOCK HS 2M y » BIB B22 
: P1A-B21 

RECEIVE CLOCK es Bee 

51-43 PIA-A22 
aR REC = 
s0 J27 P1B-A4 P1A-B13 41-26 J1-13 PIA-AT P2-12 P2-12 12. SCF 
(STATUS BIT 10) “> > < > WHT << SCF = 
51 J25 P1B-A3 PIA-AI0 J1-19 J16 P1A-B3 P2-6 P26 6 cc 
(STATUS BIT 11) “> oe eee eee araeeueed) cae 


S2 —— s P1B-83 PIA-A11 4 J1-21 J1-23 > PIA-A12 P2-22 4 é P2-22 d 22) CE 
{STATUS BIT 12} WHT/RED fe 


(RING 
INDICATOR) 
$3 J2-2 P1B-B1 P1A-B5 J1-10 J1-8 P1A-B4 P2-8 P2-8 8 CF 
-—S ——————_—— << XX — CF —_——< 
(STATUS BIT 13) vio (CARRIER 
DETECT) 
$4 = . P1B-A2 P1A-A6 4 J1-11 J1-24 > P1A-B12 P2-21 C é P2-21 a 21 CG 
(STATUS BIT 14) WHT/BRN ne 


(STATUS BIT 15] > Ee 

GROUND ae isty elles ails 
TRANSMIT CLOCK 242-5 S18 -A2S 
scene 1246 yy, P18.829 


Figure 4-3. HP 30055-60010 Cable and Test Connector Wiring 
Diagram 


4-8 APR 1979 


5-1. 


INSTALLATION 


INTRODUCTION 


This section contains information regarding the installation of 
the controller into an existing HP 3000 computer system. 


5-2. 


PROCEDURE 


(1) Refer to paragraph 1-6 and verify that all parts were 


(2) 


(4) 


received. 


Configure the controller PCA jumpers as specified on_ the 
subsystem configuration form. See figure 5-l for jumper 
locations. 


a. DRT Address Parity. This jumper is removed or installed 
so that the total number of jumpers installed in 
positions Wl and W4 through W1l1 is even. 


b. Service Request Priority (W2). Jumper wire W2 selects 
one of 16 service request (i.e., SR) lines to the multi- 
plexer channel. Each controller serviced by a particular 
multiplexer channel must be ccnnected through a_ separate 
service request line. The controller SR connection 
should be of a lower priority than magnetic tape control- 
ler (i.e., higher SR line numerically). 


c. Group Interrupt Mask (W3). Jumper wire W3 selects’ the 
group interrupt mask bit the controller responds to dur- 
ing a SMSK instruction. The jumper can be associated 
with any of the 16 bits of the transmitted mask word, to 
a permanent enable position, or a permanent disable 
position. 


d. Device number (W4 through W111). The configuration of 
these eight jumper wires determines the device number 


and, therefore, the DRT address associated with the 
controller PCA. A logic "1" is represented by the 
absence of a jumper wire and, conversely, a logic "0" is 
represented by the installation of a jumper wire. Check 


with the system manager to determine the device number. 
Set the system DC power switch to the STANDBY position. 


Install the controller PCA into the PCA module associated 
with the multiplexer channel. 
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(5) 


Install the interconnecting cable between the controller PCA 
and the modem or asynchronous repeater. 


Install the interrupt poll (orange and white twisted pair). 
The synchronous single-line controller should come immedi- 
ately after the asynchronous terminal controller in the 
interrupt poll series. 

Set the system DC power switch to the ON position. 


Run the HP 30055A Synchronous Single-Line Controller 
diagnostic to ensure proper operation of the controller. 


Return the system to the customer. 


Installation 


W1 DRT ADDRESS 
PARITY. SUM OF 
JUMPERS INSTALLED 
MUST BE EVEN (W1, 
W4 THRU W111). W1 
IS OUT FOR THIS 
EXAMPLE (DRT =18). 


SERVICE REQUEST 
PRIORITY. LOCATION 0 
iS HIGHEST PRIORITY. 
LOCATION 15 [S LOWEST 
PRIORITY. SHOWN IN 
LOCATION 7. 
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Figure 5-1. 
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Associate character control word, format, 2-27 
Associate character detection, description, 3-6 
Associate function control word, 2-15 

Associate function control word, format, 2-27 
Asynchronous mode cable, wiring diagram, 4-8 
Asynchronous mode, I1-l 


Baud rate, calculating for control word, 2-10 
Block diagram, detailed, 3-11 

Block diagram, system level, 3-3 

Bus logic description, 3-5 


Cable wiring, 4-5, 4-7, 4-8 
CCE eondition code, 2-2 
CCG condition code, 2-2 
CCL condition code, 2-2 
Channel, multiplexer, 3- 
CIO instruction, 2-4 
Clear interrupt and receive logic control word, 2-10 
Clear interrupt and receive logic control word, format, 2-27 
Commands, Direct, 2-4 
Condition code indicators, 2-2 
Configuration of jumpers, 5-1] 
Connector, test, description, 4-6 
Control I/O direct command, 2-6 
Control I/O instruction (CIO), 
Control logic, description, 3-5 
Control order, 2-7 
Control order, format, 2-27 
Control word, 2-9 
associate function typical configuration, 2-16 
associate function, 2-15 
clear interrupt and receive logic, 2-10 
data format and control, 2-12 : 
data format, typical configuration, 2-13 
format summary, 2-27 
I/O reset, 2-10 
interrupt control, 2-10 
receive and transmit baud rates, 2-10 
receive/transmit channel select, 2-10 
receive/transmit control, 2-14 
receive/transmit, typical configuration, 2-15 
Controller 
eguipment list, 1-3 
features, list of, 1-1 
illustration, 1-0 
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perating specifications, 1-4 
operation, general description, 1-2 
Controller PCA 
installation, 5-l 
Maintenance precautions, 4-1 
theory of operation, block level, 3- 
theory of operation, system level, 3 
Data format control word, 2-12 
Data format control word, format, 2-27 
Data interrupt logic, description, 3-8 
Data 
formats, 2-19 
transfers, 2-21 
transfers, general description, 2-1 
packed, 2-19 
unpacked, 2-19 
Detailed block diagram, 3-11 
Device number configuration, 5-l 
Diagnostic programs, 4-6 
Direct commands, 2-4 
Direct commands, list of, 2-5 
DRT address configuration, 5-1 


5 
a 


4 


End order, 2-8 
End order, format, 2-27 
Hardware specifications, 1-6 


I/O address word (IOAW), 2-6 
I/O command word (IOCW), 2-6 
I/O instructions 

general description, 2-2 

format summary, 2-27 

list of, 2-2 
I/O order, format summary, 2-27 
I/O programming, 2-1 
I/O reset control word, 2-10 
-J/O reset control word, format, 2-27 
Instructions, I/0, 2-2 
Interconnecting cable wiring, 4- 
Interface to system, typical, l1- 
Interfacing logic, description 3 
Interrupt control word, 2-10 
Interrupt control word, fcrmat, 2-27 
Interrupt logic, description, 3-8 
Interrupt order, 2-9 
Interrupt order, format, 2-27 
Interrupts, general description, 2-19 
IOAW, 2-6 
TOCW 
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general description, 2-6 
control order, 2-7 
end order, 2-8 
interrupt order, 2-9 
jump order, 2-8 
read order, 2-7 
return residue order, 2-9 
sense order, 2-9 
write order, 2-7 
IOP BUS signal list, 4-2 


Jump order, 2-8 
Jump order, format, 2-27 
Jumper configuration, 5-1 


Maintenance, 4-1 

Manual part numbers, v 

Manuals, diagnostic, 4-6 

Mask word, 2-2 

Microinstructions, 3-2 

Mode of operation, 1-1 

Modem, theory of operation, 3-5 
Modes, operating, 1-1 

Multiplexer channel signal list, 4-2 
Multiplexer channel, theory of operation, 3-4 3-2 
MUX CHAN BUS signals, 4-2 


Operating modes, 1-l 
Operating specifications, 1-4 
Overrun/parity error interrupt logic, description, 


Packed data, 2-19 
Programming information, 2-27 


Read I/O direct command, 2-6 

Read I/O instruction (RIO), 2-3 

Read order, 2-7 

Read order, format, 2-27 

Receive baud rate control werd, 2-10 

Receive baud rate control word, format, 2-27 
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Index 


Receive logic, description, 3-5 


Receive /transmit channel select control word, 
Receive/transmit channel select contrcl word, 


Receive/transmit control word, 2-14 
Receive/transmit control word, format, 


2 
Receiving data, typical data transfer, 2-21, 


Reset interrupt direct command, 2-6 
Return residue order, 2-9 

Return residue order, format, 2-27 
RIO instruction, 2-3 


Sense order, 2-9 

Sense crder, format, 2-27 

Set Interrupt direct command, 2-6 

Set interrupt instruction (SIN), 2-4 

Set Mask direct command, 2-5 

Set Mask instruction (SMSK), 2-2 

Signal information, 4-l 

Signal list, 4-2 

SIN instruction, 2-4 

SIO instruction, 2-3 

SMSK instruction, 2-2 

Start I/O direct command, 2-6 

Start I/O instruction (SIO), 2-3 

Status interrupt, description, 3-9 
Status word, 2-17 

Status word, format, 2-27 

Synchronous data operation, typical, 1-2 
Synchronous mode cable, wiring diagram, 4-7 
Synchronous mode, 1-1 

System-level block diagram, 3-3 


Test connector description, 4-6 

Test I/O direct command, 2-5 

Test I/O instruction (TIO), 2-4 

TIO instruction, 2-4 

Transmit baud rate contrcol word, 2-10 


Transmit baud rate control word, format, 2-27 


Transmit logic, description, 3-7 


Transmitting data, typical data transfer, 2-22, 


Unpacked data, 2-19 
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WIO instruction, 2-3 

Wiring diagram, asynchronous mode cable, 4-8 
Wiring diagram, synchrcnous mode cable, 4-7 
Write I/O direct command, 2-6 

Write I/O instruction (WIO), 2-3 

Write order, 2-7 

Write order, format, 2-27 
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